£ 2015 —
AN 0 Sitsmittal Date: £/ | 08 2018

City of Hailey - Design Review App]ici nJ

Project Name: ,z AN/ d Li ( .ﬁ‘ L8 T _‘ “BQEEXND,_RPH_@@OD ) C;)é{cz 1< Ac

AR :
Legal Description of Property: Subdivision G-QMIJW MG Lot(s) _ t#% "! o , Block 4 .
Street Address of Property: (ol <. M A %’T
Current Zoning of Property: % Whivi % Year of original construction:

(Only applicable if property is within the Townsite Overlay)

Existing building gross sq. ft. (if applicable) Proposed addition or new construction sq. [t.
Name of Owner of the Property: %D g’fm_', Ll &
Mailing Address: {4 Kf. 2.*7 A City: I'J'JA(I LL";I' State: 17D _Zip: AZIT™Y
Phone: ( )3 - (T2 Fax: () - Cell: () -

Email Address: I:)k bar‘m—{z(,-'; m Coo¥ . n_ﬂ,—&"

Property Owner Consent:

Ry signature hereon, the property owner acknowledges that City officials and/or employees may, in the performance of their functions, enter upoen the
property to inspect, post legal notices, and/or other standard activities in the course of processing this application, pursuant to Idahe Code $67-6507. The
property owner is also hereby notified that members of the Planning and Zoning Commission and City Council are required to generally disclose the content

of any ex parte discussion (ourside the hea?zwith %n including the property awner or representative, regarding this application.
{

any per;
Property Owner’s Signature: VAN Date:_ g0 1 1 ¢ § 2Dty
v e

Name of individual to contact on behalf of Trust or LLC (if applicable): lgrzrsw”r@%lsc:) TT 1

Mailing Address: } Y es A.( . 2 A/Lf Ciey: ,L(L\d ’J_,Lfv;/ State; Zip:
Phone: { ) - Fax: ( ) - Cell: ( ) -
Fmail Address:

Application Contact (if different than above):
**Application Contact will he the Planning Department’s primary point of contact for questions related to the application.

Mailing Address: City: State: Zip:
Phone: ( ) - Fax: { ) - Cell: ( ) -
Email Address:

Signature: - Date: / /

See ariached checklist for items that must be submitted with this application in order for application to be considered complete. See the applicable Design Review
Guidelines, including Townsite Overlay Guidelines if applicable, in Section 6A of the Hailey Zoning Ordinance.

Appeals: Any interested party may appeal in writing any final decigion of the Planning and Zoning Administrator, Hearing Examiner, or Commission te the City Council by
filing an appeal wirh the Hailey City Clerk within fifteen (15} days form the date of the decision. The appeal shall specifically state the decision appealed and reasons for the
appeil If no appeal is Eled within the fifteen (15) day period, the decision shall he deemed final.

FPOR CITY USEONLY  Fees: Cost of additional noticing, recording fees, and other direct costs will also be assessed.

[ ] Commercial, Miged-Use or Multi-Family ... ..o $ 450.00
plus $25 / 1,000 gross SQUATE fE8T. v mvmroeeceeee e eeeceeee o es e smonen $
OR [] Single-Family Dwelling, Duplex or Accessory Structure in TO........... $250.00

OR [_] No Substantial Tmpact..... (Mailing only)..........uemmmrrmonmssnns
OR [_] Modification to DR Approval... (No publication or mailing)
OREJR Exemption... (Noe publication of mailing) ... e o

Publication cost......o ... e e et ereeses s s arenen v 5 40,00
Mailing (# of addresses Y= ( postage + 15 paper, envelope e label)

DO NOT COUNTY DUPLICATES OR CITY OF HAILEY fo1e)
Total DU . -

Design Review- revised 09/02/11



DESIGN REVIEW-—APPLICATION CHECKLIST

Project Name:

0o Sl Wl Vitdun Quoded

The following items must be submitted with the application for the application to be considered complete (v):

Yes.

Ne | [tem

Description

o

O

1.

The completed Design Review application form including project name and location, and
applicant and representative names and contact information.

(|

(i

2.

One (1) 24 x 36" set of plans and survey and one (1) 11" x 17 set showing at a minimum the
following:

a.  Vicinity map, to scale, showing the project location in relationship to neighboring
buildings and the surrounding area. Note: a vicinity map must show location of
adjacent buildings and structures.

b. Drainage plan (grading, catch bazins, piping, and dry-wells).

0o

0o

c.  Utilities plan (location and size of water and sewer mains and services, gas, electric, TV
and phone).

(W

O

d. Site plan, to scale, showing proposed parking (including parking stall dimensions),
loading, general circulation, and snow storage List square footage of subject property
inclading lot dimensions.

e. Landscape plan (existing landscaping on the site shown as retained, relocated or
removed; proposed landseaping including species type, size and quantity).

£ Floorplan. List gross square footage for each floor. Tist occupancy classification and
type of construction.

g Detailed elevations of all sides of the proposed building and other exterior elements
{colors, materials).

O & 0O 0O

O g O g

h, Exterior Lighting plan, pursuant to Article VIIIB, of the Zoning Ordinance (focation,

height, type, and lumen output; spec sheets for fixtures; illuminance levels/photometrics
for area lighting).

1 Signplan (location, dimensions and lighting).

Plans and drawings for all buildings, except Single Family Dwellings and Accessory Structures,
shall be prepared and stamped by an Idaho licensed archirect.

A materials and colors sample board. Each sample should be approximately 12°x12” in size.

gl

One (1) colored rendering of at least one side of the proposed building.

Ooonol On

oo O

Staging and contractor parking plan. Staternent of where staging will occur, and parking plan for
contractors. If any staging or parking shall occur off-site, a staging/parking plan must be
submitted including materials storage, excavation (backfill) stockpile areas, job trailers, blue
rooms, dumpsters, contractor parking ete.

O

a

A list of the names and addresses of all property owners and residents within three hundred (300)
feet of the exterior boundaries of the subject property, in a format acceptable to the City. (Names
and addresses can be obtained using the Blaine County map server http://maps.co.blaine.id:us/

ot from the Blaine County Assessor’s office)

8.

Other information as required by the Administraror, Hearing Examiner or the Commission.

9.

Electronic PDF copies of all documents and materials listed above. (RECOMMENDED)

10.

Written statement of how each design review standard is met. (RECOMMENDED)

oloolo

?DDDD

11.

Payment of apphcable fees.

Czt.;v U.s-c Only: -

Venfy that’ apphcatlon is comp}ete L

' Check fo]lowmg basm standards

Double ¢heck address - S I -~ Density
AdVISe apphcant i Lot Lme Ad]ustment is needed e e Sethacks *

Helght (plunsT must show clevatmn pomts of record gmde)
Lot covzrage ’
Floor area :

Requlred Parking Spaces

Desipn Review- revised 09/02/11
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City of Hailey - Design Review Application Submittal D Mt -per-2 /. nnas
Project Name: G}HDL\E’ R@%UQQ MMZETU D f@’arcel No. RPH

Legal Description of Property: Subdivision \’\TM u/"] TOWWVLSY .l Lot(s) /?— !C ; ke 5 2
Street Address of Property: / 6 %’7’ é’;& UZU?-K

Current Zoning of Property: G‘l & Year of original construction: ] 6[ q CT
{Only applicable if property is within the Townsite Overlay.
Existing building gross sq. ft. (if applicable) Proposed addition or new construction sq. fr. _ "/ gdg é

Name of Owner of the Property: éb'hia%? Rb??/g 12 C/L
Mailing Address: i w N@ WW\N City: Hp“\ UVE:}[ State:'m Zip: %%33 3

Phone: (26%) 7L -4 767 Fax: () Cell () .
Finail Address: IDMbb\/ ?ZOWL?C"\L@ WAL va’v\

Property Owner Consent:

By signature hereon, the property owner acknowledges that City officials and/or employees may, in the performance of their functions, enter upon the
Pproperty to inspect, post legal notices, and/or other standard activities in the course of processing this application, pursvant to Idaho Code $67-6507. The
property owner is also hereby notified that members of the Planning and Zoning Commission and City Council are required to generally disclose the content

of any ex parte discussion (outside the he ) with, ersi)%\c]uding € PIOPELty OWIET OF representative, regarding this application.
Property Owner’s Signature: _{ i / Date:__ /L / ZL/' / é 0/ 4

Name of individual to contact on behalf of Trust or LLC (if applicable):

Mailing Address: City: State: Zip:
Phone: ( ) - Fax: ( ) - Cell: { ) -
FEmail Address:

Application Contact (if different than above):
#*Application Contact will be the Planning Department’s primary point of contact for questions related to the applicarion.

Mailing Address: j m N(b, '\J\f’o’i }\) City: %—n\t\ '1.3"!9? State::ﬁ)) Zip: gg ggg

Phone: (RD@) 2 ab - Ef 71'2; Fax: ( ) - Cell: ( ) -
Email Address: pADDy ’WBLZCK@_,W%]L ' Cé wA

Signature: Date: / /

See attached checkdist for itemns that must be submitted with this application in order for application to be considered complete. See the applicable Design Review
Guidelines, including Townsite Overlay Guidelines i applicable, in Section 6A of the Hailey Zoning Ordinance.

Appeals: Any interested party may appeal in writing any final decision of the Planning and Zoning Administrator, Hearing Examiner, or Comimission to the City Council by
filing an appeal with the Hailey City Clerk within fifteen (15) days form the date of the decision. The appeal shall specifically state the decision appealed and reasons for the
appeal. 1f no appeal is filed within the fifteen {15) day period, the decision shall be deemed final.

FOR GITY USEONLY Fees: Cost of additional noticing, recording fees, and other direct costs will also be assessed.

[ Commercial, Mixed-Use or MUulti-Family. .. ceememcareimmreens $ 450.00
plus $25 / 1,000 gross scuare feet.... SN
OR %’ Single-Family Dwelling, Duplex or Accessory Structure in TO e $250.00~
OR |_| No Substantial Impact...... {Mailing only)..... —ee $ 7500
OR [_] Modification to DR Approval... (No pub]lcatlon or mzu]mg) ........ $ 5000
OR [_] DR Exemption... (No pubhcatlon or mailing)..... wrensrenssneresenesssemnenneres 9 30.00
Publication cost... -~ % 4000~

Mailing (# of addresses 22 )X (0 "{. a4 posmge+ 15 paper envelopz@’labd) s _(4.0%
DO NOT COUNTY DUPLICATES OR CITY OF HAIT EY

Total Due.... . 501’\ .0 %
025

Design Review- revised 09/02/11



DESIGN REVIEW—APPLICATION CHECKLIST

Project Name:

Kotlouck ~Guinge Stdo

The following items must be submitted with the application for the application to be considered complete (v):

i
3

No | Item

Description

L

The completed Design Review application form including project name and location, and
applicant and representative names and contact information.

2

One (1) 24” x 36” set of plans and survey and one (1) 11" x 17" set showing at a minimum the
following:

a.  Vicinity map, to scale, showing the project location in relationship to neighboring
buildings and the surrounding area. Note: a vicinity map must show location of
adjacent buildings and structures.

b. Drainage plan (grading, catch basius, piping, and dry-wells). B\L\ RN P\~

a|a

& mlE] = = A

c. Utilities plan (location and size of water and sewer mains and services, gas, electrie) TV

and phone). EX s v

d.  Site plan, to scale, showing proposed parking (including parking stall dimensions),
loading, general circulation, and snow storage. List square footage of subject property

including lot dimensions. Ea i o A —

e. Landscape plan (existing landscaping on the site showh as retained, relocated ar
removed; proposed landscaping including species type, size and quantity).

f.  Tloorplan. List gross square footage for each floor. List occupancy classification and
type of construction,

g.  Detailed elevations of all sides of the proposed building and other exterior elements
{colors, materials).

Dg?_l:l
o ol o

h.  Exrerior Lighting plan, pursuant to Article VIIIB, of the Zoning Ordinance (location,
height, type, and lumen output; spec sheets for fixtures; illuminance levels/photometrics

for area lighting). - E‘)L\‘S’Aﬁ\’\-efﬂf

i Sign plan (location, dimensions and lighting).

Plans and drawings for all buildings, except Single Family Dwellings and Accessory Structures,
shall be prepared and stamped by an Idaho licensed architect.

A materials and colors sample board. Each sample should be approximately 12°x12” in size.

e

One (1) coloved rendering of at Jeast one side of the proposed building,

OO0 B

oralol olo

Staging and contractor parking plan. Statement of where staging will oceur, and parking plan for
contractors. If any staging or parking shall occur off-site, a staging/parking plan must be
submitted including materials storage, excavation (backfill) stockpile areas, job trailers, blue
rooms, dumpsters, coniractor parking, etc.

EL
(N

A list of the names and addresses of all property owners and residents within three hundred (300)
feet of the exterior boundaries of the subject property, in a format acceptable to the City. (Names
and addresses can be obtained using the Blaine County map server http:.//maps.co.blaine.id.us/

or from the Blaine County Assessor’s office)

O (g |s Other information as required by the Administrator, Hearing Examiner or the Commission,
0| |o. Electronic PDE copies of all documents and materials listed above, (RECOMMENDED) -
g | g | Written statement of how each design review standard is met. (RECOMMENDED) -
0O (O | Payment of app]icable fees.
CztyUseOnly‘ : R
Ven.fy that apphcatmn is complete SR I Check fo]lowmg basm sta.nda.rcls S
- - Doublé check address- = " - : : : S SR 'Densﬂfy :
i Adwse apphcant l.f Lot Lme Adjustment is needed ' : w0 Sethacks L
) : . e 'Height (p]a.ns mustshuw Ell:vatu:m pomr.suf remrdgrade)
Lot coverage S .
. Floorarea R o
. “Required. Parl{mg Spaces

Design Review- revised 09/02/11



E) AT s

‘@ T A= wnEw9 L3vd gl
AONG30y PAHAOLSIYHD

FLOODSCAPE

Wag |

Windzea

WALL

weEsT

EresT

Lo -
¥ ”]lllrli_




@i o,

<ﬂ/m X4 wt.:'-r'fm o

17

LTPAE K0.L.

L T | =5 L o ¥ 3 |
Q/._;;mwu %}f_ﬁ‘"—' ROR
8 &
o Q| @ SHEAR. TRANSFER. @ FLook.
[ :‘; __Newl Froew ol - B0 Lo @ 1600
O

[ONEW 5 TYE 0o

CoLBLE Fuoow JerT

xewcs@alod,
I WA P Block.
" DL i~ Bﬂ -2,5
R e a
“PL : —+— (E) 8% 18! GAPAGE ook, e mussce @2 0C. vy
GARAGE - FIRST FLOOR. g E
D3
Wy
v #'a" ¥ 4 a¢lo! O»MJ H_La‘n.d 8
T E@e-2isoeonn | s} i xb’ HEALER, —-) 3
e —_— o ] R ) <«
| | <] o2
ik - RoLISH REoM BATH i L_'-!
& 2 [ E o
‘ L 1
- G 1 LI [e) £
- 4 . SHEAR TRANGFER. @ ROOF 5 %
| gl 0~ .
= = = i Fio
| { ok u &=
N ‘ B | FEsomomg-omives ovar, | |
g A TR . Focr
eeT TRuss N
| ® /el HEADER.
o k- DESGH STUDMA
°=! (&) PP Wwoow | i
| [
‘ () FB Dok o ed ELSCTRIC PR ;
I (N( w'x6' HEApeR. 7 HE:C?-
3 LA HEADER-
- = 4
" st PRINT DATE
'“ﬂ&“ﬁmc » Newl SET EACk WAL et 2y, 2014
& W,
b T R i DRAWING FAE




GENERAL NOTES

O FIELD VERIFY ALL DIMENSION:
DRAWINGS SHALL BE BROUGHT 10 THE ATTENTION OF HE ENGNEER OF RECORD.

ALLCONSTRUCTION SHALL CONFORM TO THE REQUIREMENTS OF THE INTERNATIONAL
BUILDING CODE, 2009 EDITION,

DESIGN CRITERIA
ROOF: SNOW LOAD-

Py c
PI= 100PSF Ct=
DEAD LOAD-~—VARIES
FLOOR:  LIVE LOAD-——40 PSF

DEAD LOAD-—-VARIES

WIND: 3 SECOND GUST = soMPH
=1 EXP )
BOHLONG OATEGORY:

SEISMIC:  SEISMIC USE GROUP:
EISMIC DESIGN colic

Se3k SNOW N SEISMIC WT
BASIC SEISMIC FORCE RESISTING SYSTEM PER TABLE 1617.6: 1K R=6 112

'SPECTRAL ACCELERATION FROM USGS CD-ROM:
FOR 2P CODE: 83333
one.

SPECTRAL REPONSE COEFFICIENTS:
Sus=526 % Ss=783  %g
48 %y Si=372 %g

sal

ANALYSIS PROCEDURE: (CHECK BOX)
X SMPUFED [ eo.uatForee
DESIGN BASE SHEAR: V=070 W (WORKING STRESS) C = 081

'SPECIAL REQUIREMENTS: (CIRCLE ONE)

QUALITY ASSURANCE PLAN s (N0
STRUCTURAL OBSERVATION: YES NOl
SPECIAL INSPECTION: YES

5710225 GALVANZED PLATE WASHERS REQURED: GIROLE ONE (/€5 NO
SO BEARING VALUE. 1500 PO PER TABLE 18041 160

FOUNDATIONS

ALL L 4" BELC GRADE UON
AL FOOTINGS TO BEAR ON UNDISTURBED NATIVE SOIL OR APPROVED FILL
COMPACTED IN & INCH LIFTS TO 95 % OF MAXIMUM DRY DENSITY AS INDICATED
BY ASTANDARD PROCTOR TEST. IF UNCOMPACTED FILL OR LOOSE SOLL IS
ENCOUNTERED, EXCAVATE TO NATIVE GROUND AND COMPACT AS ABOVE.

IF SOIL CONDITIONS EXIST THAT ARE NOT CONSISTENT WITH ASSUMPTIONS
SUCH AS CLAY, SILT OR ORGANIC MATERIAL, CONTACT ENGINEER TO REVIEW

CONCRETE

ALL CONCRETE WORK SHALL CONFORM TO CHAPTER 19 OF THE 2009 EDITION OF
THE BC.

CONGRETE FOR FOUNDATIONS SHALL HAVE A 26.0AY COMPRESSIVE STRENGTH OF

3000 PSI. CONCRETE MIX DESIGN SHALL BE DONE BY APE. LIC. TO
ACHIEVE SPECIFIED STRENGTH

ALL REINFORCEMENT TO BE ASTM AG15 GRADE 40 UN.O. ON DRAWINGS.
PROVIDE MILL SPECS FROM SUPPLIER FOR ALL REBAR UPON

T, REBAR SHALL BE FREE OF DIRT, GREASE OR LOOSE SCALE
AL REINFORCEMENT DETAILS SHALL CONFORM TO THE REQUIREMENTS OF SECTION
1907 OF THE 2009 EDITION OF THE IBC. ALL SPLICES AND DEVELOPMENT OF
REBAR SHALL CONFORM TO THE IBC._LAP ALL SPLICES A MINIMUM
OF 25 BAR ESS

SILLPLATES TO BE D PRESSURE TREATED WITH AN APPROVED PRESERVATIVE
AND BOLTED TO THE FOUNDATION WITH 1/2° DIA. x 10 ANCHOR BOLTS EMBEDDED 7
INCHES INTO STEM WALLS U.N.O. ON DRAWINGS. SILL PLATES FOR PONY WALLS
SHALL BE PRESSURE TREATED AND BOLTED TO PONY WALL FOOTINGS WITH 122" DIA.
ANCHOR BOLTS AT 48" 0.C., EMBED 5 INCHES UN 0. ON DRAWINGS.

CONCRETE MASONRY UNIT (CMU):

ALL CMU BLOCK T0 MEST OR EXGEED REQUIREMENTS IN SECTION CHAPTER 21 OF THE 2008 18C WITH MINMUM

SPECIFIED COMPRESSIVE STRENGTH OF HASONRY EQUALTC 1500PSI MINUMUM. ALL MAS

SHALLBE LAID IN RUNNING BOND, UN.O. MORTAR SHALL BE TYPE M OR § WITH M

COMPRESSIVE CUSE STRENGTH OF 2500 P51 ANO 1800 P51 RESPECTFLLY IN ACCORDARCE WITH
ASTM C270. GROUT SHALL BE OF 2000 PSIIN

WITH IBC TESTING PROCEDURES. ALL GROUTING SHALL BE DONE VIALOW LIFT PROCEDURES NOT
TO EXCEED 4-0" IN HEIGHT UNLESS CLEAN-OUTS ARE USED. IF CLEAN OUTS ARE USED HIGH LIFT
GROUTING PROCEDURES MAY BE IMPLEMENTED. ALL CMU TO BE SOLID GROUTED, U.N.O.

REINFORCEMENT OF MASONRY UNITS:

C STANDARDS. PROVIDE (1) #4 HORIZONTAL
AT TOP, BOTTOM OF WALL AND ABOVE AND BELOW ALL OPENINGS AND AT AL INTERSECTING FLOOR
AND ROOF LEVELS. LAP ALL REINFORCEMENT 40 BAR DIAMETERS, U.N.O.

STEEL
GENERAL REQUIREMENTS

ALL STEEL CONSTRUCTION SHALL CONFORM TO CHAPTER 22 OF THE 2008 EDITION
THE INTERNATIONAL BUILDING CODE AND TO THE CURRENT EDITION OF THE AISC sveclncmou
FOR STEELBULDINGS, ALL BOLTED STEEL CONNECTIONS SHALL CONFORM TO T

'SPECIFICATION FOR JOINTS USING ASTM A-325 OR A-490 BOLTS, ALL Wi

N GRM T THE REQUIREMENTS OF AWSDT1 VSNG AS PRE GUALIFISD JONT BETALS.

MATERIALS

\LL STEEL MATERIALS USED ON THE PROJECT SHALL CONFORM TO THE FOLLOWING ASTM
SPECIFICATIONS.

WIDE FLANGE SECTIONS.......... o ASTM A
OTHER ROLLED SHAP %,

HOT ROLLED PLATES AND BARS.... e ASTM,

COLD ROLLED PLATES AND BARS. ASTMAB06, ABO7 OR AB11
RECTANGULAR TUBE SECTIONS.

ROUND PIPE: _ASTMAS3, GRADE B
STRUCTURAL BOLTS - oo A325 OR A4S0

ALL STRUCTURAL STEEL MEMBERS SHALL BE FURNISHED WITH A PRIMER COAT OF STANDARD

SHOP PAINT OR SHALL BE PAINTED WITH AN EQUNALENT FRIMER MEETING THE MINMUM
PEC 181687, TYPE

SXGEPT TWAY AREAS T0 B FIEL WELDED SHALL BE LEFT UNPAINTED,

CONNECTIONS - BOLTED JOINTS

E 2008 EDITION
OF THE 156, ALL BOLTS SHALL BE 1 STRENGTH BOLTS ASTM A5 OR A1% USED WITH
THE APPROPRIATE NUTS N BOLT LBE SUCH
THAT THE END OF THE BOLT WILL BE FLUSH WITH OR OUTSIDE THE FACE OF THE NUT.

AL FASTENERS SHALL BE PROTECTED ON THE JOB SITE FROM DIRT AND MOIS
FASTENERS SHALL NOT BE CLEANED OF LUBRICANT THAT IS PRESENT IN THE AS-DELIVERED
CONDITION. WHERE IT IS NECESSARY TO CLEAN FASTENERS PRIOR TO INSTALLATION TO
REMOVE DIRT OR RUST RESULTING FROM ON-SITE CONDITIONS, THEY SHALL BE RE-LUBRICATED
PRIOR TO INSTALLATION

JOINT ASSEMBLY L THE THE
HALL BE

METHODS OF THE
FOR THE PROJECT PRIOR TO CONSTRUCTION,

ALLOTHER BOLTED CONNECTIONS SHALL BE TIGHTENED TO THE SNUG-TIGHT CONDITION.
THE SNUG-TIGHT CONDITION SHALL BE DEFINED AS THE TIGHTNESS THAT EXISTS WHEN ALL
PLIES ARE IN FIRM CONTACT. THIS MAY BE ACCOMPLISHED WITH A FEW IMPACTS OF AN
IMPACT WRENCH OR THE TIGHTENING A PERSON CAN ACHIEVE WITH FULL STRENGTH WITH AN
ORDINARY SPUD WRENCH,

CONNECTIONS - WELDED JOINTS

ALL WELDED CONNECTIONS SHALL CONFORM TO CHAPTER 22
OF THE 2009 EDITION OF THE IBC. ALL SHOP WELDS SHALL BE ACCOMPLISHED IN APPROVED
FACILITIES. ALL FIELD WELDS SHALL BE ACCOMPLISHED BY AWS CERTIFIED WELDERS.
ALLFIELD WELDS, EXCEPT 14" FILLET WELDS AT TOPS AND BOTTOMS OF COLUMNS AND

AT WEB STIFFENERS, SHALL HAVE SPECIAL INSPECTIONS PER SECTION 1701

ALLWELDS GHALL BE ACCONPLISHED WITH E70RK LOW HYDROGEN ELECTRODES
WOOD FRAMING

HOOF SHEATHIG SHAL B APARATED PANELS WITH 4020 SPAN RATING

FLOOR SHEATHING SHALL o paneLs w2

WALL SHEATHING SHALL BE 7/16 * OSB PANELS UN.O.

SHEAR WALL SCHEDULE
(SEE FOOTNOTES)
MARK| SHEATHING [ NAILING NOTES 3,445 | 'SPECIAL NOTE!
1\ | ONE SIDE, BLOCKED 2¥8°-0.113' @ 12" O.C. FIELD
2 ONE SIDE, BLOCKED 238" -0.113" @ 12" O.C. FIELD FOOTNOTE 1
| i
| /2\ | o s stooke 2 orie @120 FED | FOOTNOTE 11
7 'ONE SIDE, BLOCKED 21/4-0.148" @ 12" O.C. FIELD FOOTNOTE 11
e | sweomarosmes || -
/8\| PLYwooD, BLOCKED 21/4"-0.148° @ 12" O.C. FIELD FooTNOTE 1!
/i 7/16" STRUCTURAL | 21/4"-0.148" @ 3" O.C. EDGES
9 PLYWOOD, BLOCKED 2 1/4"-0.148° @ 12" O.C. FIELD FOCIHGTE 1
/10\| sioes, sLockeo 238 -0113° @ 12 OC. FIELD FOOTNOTES 9, 108 11
11\ | SIDES, BLOCKED 21/4-0.148" @ 12° 0.C. FIELD FOOTNOTES 9, 10811
‘, /"\| sivEs, sLocken R PR FRAMING FOOTNOTES 8. 10811

50 COOLER NALLS @ 4" O.C. |
Ao rersmsoe | ecammsa o

|

RUN GYP 8D
FROM BOTTOM
TOTOP PLATES

FOOTNOTES:
AL PERIMETER BOLTS 558" @ 48" O.C. UN.O. (UNLESS NOTED OTHERWISE)

ALL EXTERIOR WALLS SHALL BE 7/16° OSB, NAILED 2 3/8".0.113" NAILS @ 6" EDGE
&12°FELDOC. UNO.

WHEN PLYWOOD IS SPECIFIED IN TABLE, NO SUBSTITUTES SHALL BE PERMITTED.

NAIL LARE TYPICAL S. COMMON NALLS.
MAY BE SUBSTITUTED.

5. ALL SHEAR WALLS SHALL BE BLOCKED.

EXAMPLE NALLING 4° O.C. MEANS 4" ON GENTER @ TOP AND BOTTOM PLATES AND VERTICAL
OR HORIZONTAL BOUNDARY ELEMENTS (VERTICAL FRAMING ATTACHED TO HOLDOWS), 4" @
PANEL EDGES AND 12° IN FIELD,

USE SIMPSON CNW COUPLING NUTS AND ALL THREAD TO BRING SSTB'S TO HOLDOWN

1/2' DIA.AB.S @ 60" O.C. PONY OR CRIPPLE WALLS UN.O.

5. FRAMING AT PANEL EDGES SHALL BE 3' NOVINAL AND NAILS SHALL BE STAGGERED
OR (2) 2x6 STUDS NAILED W/ 164 @ 6 O.C. STAGGERED (INCLUDING BOTTOM PLATES)

10 WHERE PANELS ARE APPLIED TO BOTH SIDES OF A WALL AND NAIL SPAGING IS LESS
THAN 6" 0.C. ON EITHER SIDE, PANEL JOINTS SHALL BE OFFSET TO FALL ON DIFFERENT
FRAMING MEMBERS, OR FRAMING SHALL BE 3" NOMINAL OR THICKER MEMBER AND NAILS
ON EACH SIDE SHALL BE STAGGERED.

11, FRAMING MEMBERS RECEIVING EDGE NAILING FROM ABUTTING PANELS SHALL BE A3x6
OR (2) 246 NAILED W/ 160'S @6" O.C. STAGGERED (2ROWS @ 12" 0.C.)

2. EDGE NAIL AROUND ALL DOOR AND WINDOW OPENINGS, TYPICAL

PREFABRICATED WOOD TRUSSES

PREFAB PLATED TRUSSES TO BE DESIGNED TO SUPPORT LOADINGS AS SHOWN ON THE DRAWINGS.
AND MANUFACTURED IN AN APPROVED FACILITY. PRIOR TO THE BEGINNING OF FABRIC

THE MANUFATURER SHALLPROVIDE SHOP DRAWINGS, SEALED BY ACVIL ENGINEER LICENSED
TOPRACTICE IN THE STATE FOR APPROVAL BY THE ENGINEER OF RECO!

THE TRUSS MANUFACTURER'S SHOP DRAWINGS SHALL SPECIFY HANGERS FOR ALL TRUSS TO TRUSS
CONNECTIONS AND ALL BRACING REQUIREMENTS.

ALL HANDLING AND INSTALLATION OF TRUSSES SHALL BE IN ACCORDANCE WITH THE
MANUFACTURERS RECOMMENDATIONS,

THE TRUSS MANIFAGTURERS SHOP DRANINGS SHALL SPECIY ALL REQURED HARDUARE ATBRARING
TIE DOWNS FOR WIND UPLIFT.

TRUSS DESIGN SHALL ACCOUNT FOR VALLEY DRIFT, DRIFT FROM UPPER ROOFS, SLIDING IMPACT
AND OVERHANG LOADING AS PER SECTION 7 OF ASCET.
ENGINEERED WOOD PRODUCTS

STRUCTURAL COMPOSITE LUMBER (SCL) SHALL INCLUDE ENGINEERED WOOD PRODUCTS KNOWN AS
VERSA LAM (VL) BY BOISE CASCADE OR PARALLAM (PSL) BY TRUSS JOISTIMCMILLAN.

RECORD.

'SCL SHALL BE ASSUMED TO BE SOLID ENGINEERED PIECES UNLESS MULTIPLE PIECES ARE.
'SPECIFICALLY DESIGNATED ON THE PLAN. WHERE MULT PIECES ARE DESIGNATED, THEY
SHALL BE CONNECTED WITH (3) ROWS OF 16d @ 12" 0.c. UNLESS OTHERWISE NOTED ON THE
PLANS OR DETALLS.

RIM OR BLOCKING MATERIAL NOTED AS VL, T/S OR LVL REFERS TO VERSA-RIM (BOISE

PERMISSION FROM THE ENGINEER OF RECORD.

JOISTS REFERED TO AS BC INDICATE WOOD *F JOISTS AS MANUFACTURED BY THE BOISE
CASCADE COMPANY. JOISTS DESIGNATED TJI REFER TO ' JOISTS AS MANUFACTURED BY
F TEN

THE T/MCMILLAN COMPANY.
PERMISSION FROM THE ENGINEER OF RECORD.

AL MANUFACTURED WOOD PRODUCTS SHALL BE HANDLED AND INSTALLED PER THE
MANUFACTURER'S RECOMMENDATIONS.

GLUE LAMINATED TIMBER

AL GLU-LAM BEAMS SHALL V4 FOR SIMPLE
24F-V8 FOR BEAMS CONTINUOUS OVER A SUPPORT,

AL GLU-LAM BEAMS SHALL BE FABRICATED IN AN APPROVED FACTORY USING
EXTERIOR GRADE GLUE. ALL GLU-LAMS SHALL HAVE A MAXIMUM MOISTURE CONTENT OF 15%

LOGS

ALLLOG CONSTRUCTION SHALL B CONSISTENT WITH STANOARD LOG CORSTRICTION PRACTICES
COMMON TO OURAREA. ALL LOG BEARING WALLS SHALL BEAR ON REINFORCED FOUNDATI

GF CONCRETE OR MU BULTACCORDING T0 SPECIHICATIONS FOUND £| SEWHERE ON THIS SHEET
UN.O. ON THE DRAWINGS. SEE THE DRAWING FOR FOUNDATION TO TOP-OF-WALL THREADED ROD HD'S.
ALL LOG COURSES SHALL BE PINNED TO THE PREVIOUS COURSE W/ 1 18" N DA GALV. PIPE PIN @
@4-0° 0.C.UN.O. - ASTM AS3A. ALL PINS THRU 1 1/2° LOG COURSES- MINIMUM.

ALLLOGS USED ON THE PROJECT SHALL ATAMNMA. BE LODGE POLE PMEENGLEMAN SPRUCE 08
(TPI) LOG GF

R
FORWALL LG 40, MINIMUM DESIGN VALUES SaL 82

MINIMUM STRESS IN BENDING (Fb). n B50PSI
MINIMUM SHEAR STRESS - 6551
MINIMOM MODULUS (MOE) S00.KSI

JOB SITE SAFETY

THE ENGINEER HAS NOT GEEN RETAINED OR COMPENSATED 0 PROVIDE DESIGH
THE FETY

PRECAUTIONS OR TO MEANS, NETHODS, Tscnmouzs SEQUENCES OR PROCEDLRES
oDIC
S VTS EY e ENGINEER SHALL NOT B CONDTRUED AS SUPERMISION OF
ACTUAL CONSTRUCTION NOR MAKE HIM RESPONSIBLE FOR PROVIDING A SAFE PLACE

OR THE OF
SUPPLIERS OR THEIR EMPLOYEES.
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