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To:    Planning and Zoning Commission 
 
From:    Robyn Davis, Community Development City Planner 
 
Proposal:   Consideration of a Design Review Pre-Application by Kiki Tidwell and Gary Poole for a 

sixteen (16) unit residential project, to be known as Silver River Residences. The 
proposed project will be located at 17 West Silver Street (Lots 18-20, Block 56, Hailey 
Townsite), within the Business (B), Townsite Overlay (TO) Zoning Districts and the 
Downtown Residential Overlay (DRO) and Small Residential Overlay (SRO).  

 
Hearing:  February 3, 2020 
 
 
Applicant:  Kiki Tidwell and Gary Poole  
 
Location:  17 West Silver Street (Lots 18-20, Block 56, Hailey Townsite) 
 
Zoning:  Business (B), Townsite Overlay (TO), Downtown Residential Overlay (DRO) and Small 

Residential Overlay (SRO) 
 
Notice: Notice for the public hearing was published in the Idaho Mountain Express on January 15, 2020 
and mailed to property owners on January 14, 2020.  
 
 
Project Overview: Consideration of a Design Review Pre-Application by Kiki Tidwell and Gary Poole for a 
sixteen (16) unit residential project, three stories in height, to be known as Silver River Residences. The 
proposed project will be located at 17 West Silver Street (Lots 18-20, Block 56, Hailey Townsite), within 
the Business (B),Townsite Overlay (TO) Zoning Districts and the Downtown Residential Overlay (DRO) and 
Small Residential Overlay (SRO); however, the Applicant has chosen to meet the DRO Standards, as 
outlined in the Hailey Municipal Code. The proposal also includes: sixteen (16) parking spaces, of which 
seven (7) are tuck-under spaces; two (2) studio-units, five (5) one-bedroom units and eight (8) two-
bedroom units, and one (1) accessible unit. The project is also proposing approximately 1,256 square feet 
of common useable open space.  
 
The Applicant has submitted a Site Plan, Floor Plans and Renderings, as required by the Pre-Application 
Design Review submittal requirements. Additionally, the Applicant has submitted a preliminary Landscape 
Plan and Civil Survey of the parcel.   
 
Chapter 17.06: Design Review. Section 17.06.050: Application:  

C. Design Review Pre-Application: 

STAFF REPORT  
Hailey Planning and Zoning Commission 

Regular Meeting of February 3, 2020 



1. Required: An application for PreApplication Design Review shall follow the procedures 
and be subject to the requirements established by section 17.03.070 of this title, and shall 
be made by at least one holder of any interest in the real property for which the 
PreApplication Design Review is proposed. 

2. Information Required: The following information is required with an Application for 
PreApplication Design Review: 

a. The Design Review Application form, including project name and location, and 
Applicant and representative names and contact information. 

b. One (1) eleven inch by seventeen inch (11" x 17") and one electronic copy showing 
at a minimum the following: 

i. Vicinity map, to scale, showing the project location in relationship to 
neighboring buildings and the surrounding area. Note: A vicinity map must 
show location of adjacent buildings and structures. 

ii. Site plan, to scale, showing proposed parking, loading and general 
circulation. 

iii. One color rendering of at least one side of the proposed building(s). 
iv. General location of public utilities (survey not required). (Ord. 1226, 2017; 

Ord. 1191, 2015) 
 
The Applicant is proposing the following exterior materials:  

• Light Gray Corrugated Metal Siding on the upper half of the proposed complex 
• Dark Gray Corrugated Metal Siding on the lower half of the proposed complex  
• Metal and Wire Mesh Juliet Balcony and/or Breezeway Panels 
• Steel, fiberglass and/or aluminum windows and doors; materials yet to be determined.  
• Dark Asphalt Shingles  
• Various bands, architectural elements and/or metal sun shades are shown above each window, 

on west and south facades 
 
The proposed Site Plan shows a building with sixteen (16) onsite parking spaces, of which seven (7) are 
tuck-under spaces; two (2) studio-units, five (5) one-bedroom units and eight (8) two-bedroom units, 
and one (1) accessible unit. A preliminary Landscape Plan has been provided, which includes various 
drought-tolerant trees and grasses. The Site Plan also incorporates public right-of-way improvements.  
  
Items for Discussion and/or Other Items of Note:   

1. Building Design: The Commission may wish to discuss the overall building design, which 
contains a long wall along River Street. Undulation is created by the utilization of balconies, 
breezeways and/or pop-outs. The building sees gable ends and architectural elements/sun 
shades over each window (west and south facades) to provide further interest.   

2. Water, Sewer and Fire: This is a Pre-Application Design Review. Final drawings that show 
connection details will be required for Design Review (scheduled for March 2, 2020). The 
building will need to be fully sprinklered. Detailed plans showing this shall also be provided. 

3. Streets/Right-of-Ways: Planning Staff suggests that the Applicant provide irrigation to all 
landscaping, including street trees. Electrical shall also be installed (for street tree lights and 
any street lights) during construction. The proposed bulb out shall also be reconfigured to 
match that of the River Street Typical Section. The Public Works Department recommends 
one handicap-accessible parking space be available on each public street (River Street and 
Silver Street), with the location to be determined by Public Works.     

https://www.sterlingcodifiers.com/codebook/getBookData.php?ft=3&find=17.03.070


4. Materials and Colors: While materials and colors are preliminary, the Commission should 
discuss the proposed materials and colors.  

5. Landscaping and Street Trees: Drought tolerant trees and grasses are proposed. The 
Commission may wish to discuss the preliminary Landscape Plan and offer suggestions 
regarding planting type, size and location.  
 
The Hailey Tree Committee will review the proposed street tree locations, species and sizes 
at the next available hearing, tentatively scheduled for February 13, 2020. Planning Staff 
also suggests that the River Street Typical Section be used (proposed street trees to be 
planted in planters, rather than in the proposed landscape strip). The Public Works 
Department prefers this planter detail on Silver Street as well. Detailed drawings shall be 
provided at Design Review.  
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PRE-APPLICATION DESIGN REVIEW 
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VIEW FROM NW
1/26/20

LIGHTER COLORED CORRUGATED
METAL SIDING ABOVE

DARKER CORRUGATED METAL 
SIDING BELOW

DARK FRAMED WINDOWS AND 
DOORS

DARK COLORED ASPHALT ROOF

METAL SUN SHADES ON WEST & 
SOUTH FACADES

METAL & WIRE MESH JULIET 
BALCONIES

ENTRY SIGN @ WEST ENTRANCE



PRE-APPLICATION DESIGN REVIEW 
PRELIMINARY AERIAL PERSPECTIVE 
VIEW FROM SW
1/26/20



PRE-APPLICATION DESIGN REVIEW 
PRELIMINARY AERIAL PERSPECTIVE 
VIEW FROM SE
1/26/20



PRE-APPLICATION DESIGN REVIEW 
PRELIMINARY AERIAL PERSPECTIVE 
VIEW FROM NE
1/26/20



PRE-APPLICATION DESIGN REVIEW 
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VIEW FROM NW
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TO: 
 

FM: 
 

RE: 
 
 

HEARING: 

Planning and Zoning Commission 
 

Lisa Horowitz and Brian Yeager, City Engineer 
 

Consideration of Amendments to Title 18, Mobility Design, Section 18.06.026, 
Street Tree Guidelines and Standards 

 
February 3, 2020 

 
 

Background 
Consideration of a Text Amendment to Title 18, Mobility Design, Section 18.06.026, Street Tree Guidelines 
and Standards by repealing the existing section and replacing with a new section addressing Purpose; 
Applicability; Definitions; Guidelines and Standards for existing and new trees; Infrastructure Requirements; 
Species Selection and Planting Stock; Establishment and Maintenance of New Trees.  The new section is a 
recommendation of the Hailey Tree Committee. 

Criteria for Review. 
Section 17.14.060(A) of the Hailey Municipal Code provides “[w]hen evaluating any proposed 
amendment under this chapter, the hearing examiner or commission and council shall make findings of 
fact on the following criteria: 

1. The proposed amendment is in accordance with the comprehensive plan; 
 

2. Essential public facilities and services are available to support the full range of 
proposed uses without creating excessive additional requirements at public cost 
for the public facilities and services; 

 
3. The proposed uses are compatible with the surrounding area; and 

 
4. The proposed amendment will promote the public health, safety and general 

welfare. 
 

1. The proposed amendment is in accordance with the comprehensive plan. 
 

The 2010 Hailey Comprehensive Plan Chapter 9, Public Services Facilities and Utilities provides general 
analysis for sewage, drainage, power plant sites, utility transmission corridors, water supply, fire 
stations and fire fighting equipment, health and welfare facilities, libraries, solid waste disposal 
sites, schools, public safety facilities and related services. Chapter 11, Community Design, speaks to 
elements of the environment that add to community character, which includes street trees. The 
following policies from the Comprehensive Plan are relevant to this text change. 
 

9.1 Plan for the long-term utilities, service and facility needs of the City while minimizing 
impacts to the greatest extent possible. 

 

STAFF REPORT 
Hailey Planning and Zoning Commission 

Regular Meeting of February 3, 2020 



Title 18, Mobility Design, Section 18.06.026, Street Tree Guidelines and Standards 
Hailey Planning and Zoning Commission – February 3, 2020 

Staff Report – Page 2 of 2 
 

 

11.1 Establish a built environment that maintains a human scale, retains interest, aesthetics, 
encourages various levels of interaction among all members of the community, and enhances the 
character of different neighborhoods. 
 

2. Essential public facilities and services are available to support the full range of proposed uses 
without creating excessive additional requirements at public cost for the public facilities and 
services. 
The proposed code revisions will not result in a change in allowed uses nor will they create 
excessive additional requirements at public cost for services. They are intended to clarify best practices 
with regards to City trees. 

 
3. The proposed uses are compatible with the surrounding area. 

The proposed code revisions will not result in a change in allowed uses. 
 
4. The proposed amendment will promote the public health, safety and general welfare. 

The amendments recommended are consistent with the Hailey Comprehensive Plan. The proposed 
code revisions will not result in a change in allowed uses.  Staff recommends that these amendments 
will promote the public health, safety and general welfare. 

 
MOTION LANGUAGE 
Approval: 
I move to recommend approval to the City Council of the attached revisions to Hailey Municipal Code Title 
18, Mobility Design, Mobility Design, Section 18.06.026, Street Tree Guidelines and Standards by repealing 
the existing section and replacing with a new section finding the amendments are in accordance with the 
Comprehensive Plan, that essential public facilities and services are available to support the full range of 
proposed uses without creating excessive additional requirements at public cost for the public facilities and 
services, that the proposed uses are compatible with the surrounding area, and that the proposed 
amendment will promote the public health, safety and general welfare. 

 
Denial: 
Motion to recommend denial of the attached revisions to Hailey Municipal Code Title 18, Mobility Design, 
Section 18.06.026, finding that ____________________ [the Commission should cite which standards are not 
met and provided the reason why each identified standard is not met]. 
 
Continuation: 
Motion to continue the public hearing to __________________ [the Commission should specify a date].
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HAILEY ORDINANCE NO.____ ____  
 

AN ORDINANCE OF THE CITY OF HAILEY, IDAHO, AMENDING TITLE 18, 
MOBILITY DESIGN, OF THE HAILEY MUNICIPAL CODE, BY AMENDING 
SECTION 18.06.026, STREET TREE GUIDELINES, BY REPEALING SAID 
SECTION AND REPLACING WITH A NEW SECTION ADDRESSING PURPOSE, 
APPLICABILITY, DEFINITIONS, GUIDELINES AND STANDARDS, 
INFRASTRUCTURE REQUIREMENTS, SPECIES SELECTION AND PLANTING 
STOCK, AND ESTABLISHMENT AND MAINTENENCE OF NEW TREES; 
PROVIDING FOR A SEVERABILITY CLAUSE; PROVIDING FOR A REPEALER 
CLAUSE; AND PROVIDING FOR THE EFFECTIVE DATE OF THIS ORDINANCE 
UPON PASSAGE, APPROVAL AND PUBLICATION ACCORDING TO LAW. 

 
  
 WHEREAS, the Hailey City Council has found that the following amendment to the Hailey 
Municipal Code will generally conform to the Hailey Comprehensive Plan; 
 
 WHEREAS, the amendments will not create excessive additional requirements at public cost for 
public facilities and services; 
 
 WHEREAS, the proposed amendment will help ensure that uses are compatible with the 
surrounding area; and 
 
 WHEREAS, the zoning text amendment set forth in this ordinance will promote the public health, 
safety and general welfare; and 
 
 WHEREAS, the Hailey Tree Committee has made recommendations as outlined herein to better 
protect the health of existing city trees and promote healthy growth of new trees. 
 
NOW, THEREFORE, BE IT ORDAINED BY THE MAYOR AND CITY COUNCIL OF THE CITY 
OF HAILEY, IDAHO, AS FOLLOWS: 
 
Section 1.  Title 18, Mobility Design, Section 18.06.026, Street Tree Standards and Guidelines is 
amended by repealing it in its entirety and replacing with a new section shown in underlined language 
below:  
 
18.06.026: STREET TREE GUIDELINES AND STANDARDS: 
 
The selection of species and the placement of trees within a sidewalk corridor zone requires an 
encroachment permit and review by the Hailey tree committee to ensure the following guidelines are met: 
 
A. Species Selection: 

1. Species that sucker or drop significant amounts of fruit or seeds or pods that may cause liability/safety 
issues are prohibited. 
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2. Species should tolerate environmental stressors, such as pollution, unreasonable growth space, pruning 
and people. The proximity of sign, utilities, automobiles and other space constraints and conflicts should 
also be considered. 

3. Species selected shall be within the USDA hardiness zones 4 to 6. 

B. Caliper: 

1. Minimum caliper: Two inches (2"); 

2. Maximum caliper: Four inches (4"), except as recommended by the Hailey tree committee. 

C. Spacing: Trees shall be spaced to maximize the ability of the species selected to thrive over time. (Ord. 
1116, 2012) 

A. Purpose: the purpose of these street tree guidelines and standards is to encourage tree diversity 
and promote strong, healthy trees that are not limited by environmental conditions from achieving a 
long life and mature size.   

B. Applicability: These standards are applicable exclusively to street trees within the Hailey City 
rights of way.  

C. Definitions 

Caliper: diameter measurement of nursery stock trees at 6 inch above the root flare.  

DBH (Diameter Breast Height): on large trees, diameter is measured at 4 ½ feet above the 
ground.  

Planting Strip:  Trees planted in a linear strip along sidewalks and streets. 

Structural Soil:  A planting medium designed so that when mixed and placed properly any 
compactive load is born by the stone matrix leaving the soil between the stone matrix 
uncompacted. The planting medium components should be approximately 80% 1” size crushed 
stone (no fine particles) and 20% soil by weight, with a small amount of binder such as hydrogel to 
aid in the uniform blending of the two materials.  The soil should range from “loam” to “clay loam” 
and contain at least 20% clay to maximize water and nutrient holding capacity. Only structural soil 
shall be allowed underneath hardscape or sidewalk features. 

Suitable Soil: Soil should be a “sandy loam” soil with 50-80% medium and coarse sand (<25% 
fine sand), 5-20% clay, 5-35% silt, contain a minimum of 1-3% organic matter by weight (4-6% for 
the top 12”), be free draining at 1-2” per hour, contain no more than 1280 ppm soluble salt, and 
have a pH appropriate to the planted species.  Soil should have a density of 62-88 pounds per 
cubic foot and contain no herbicides, heavy metals, or hydrocarbons that will impact growth.   
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Tree well:  generally located in a hardscape area, a tree well is a three-dimensional space 
dedicated to usable root area for the tree. Tree wells must contain a minimum amount of suitable 
soil as herein established for root development, and must be free from compaction.  

D. Guidelines & Standards 

1. Tree Placement should be a function of expected mature size, with consideration for crown size 
and height spacing conflicts to existing plantings and utilities. A site assessment shall be performed 
by an arborist or landscape architect prior to project design to minimize conflicts with retained existing 
trees and utilities.  
 

a. Existing trees: All existing public trees within the project area shall be identified for species, 
condition, diameter or caliper, approximate age, heritage, and historical value.  Before a 
project is approved and initiated the City shall identify trees that require preservation or that 
have specific monetary value and the City shall be compensated for those trees if damaged or 
removed.  Said compensation may include, at the City’s discretion, replacement of equal value 
or greater at locations deemed acceptable to the City, and said compensation shall also 
include planting expenses and initial maintenance.  Appraised value of the tree shall be 
established by the City or a Certified Arborist acceptable to the City.     

  
b. New Plantings: New plantings shall be planned with consideration for the mature crown size 

and necessary clearance to other conflicts.    
 

Linear plantings shall be spaced a maximum of 40 feet on center unless otherwise approved.  
Alternative designs or clustering for Residential developments may be allowed in lieu of linear 
plantings at the discretion of the City but are generally discouraged.  If allowed, tree clusters 
should be spaced a maximum of 120’ on center and should consist of between three and 
seven trees.  Individual trees within a cluster shall be spaced in accordance with the needs of 
the fully developed canopy.  The minimum number of trees in an alternative or clustering 
design shall be no less than the theoretical number of trees in a linear planting design for the 
same area. 
 
Additional tree placement criteria are as follows: 

 
(1) Trees shall be no closer to the face of curb than shown in the standard drawings. 
(2) No Class I trees are allowed within 5 feet of an improved travel way, (sidewalks, pathways, 

pedestrian or vehicular lanes, etc.)  
(3) Class I trees shall have a minimum planting strip width of 10 feet.  
(4) Class II and III trees shall have a minimum planting strip width of 3 feet but wider is 

preferred.   
(5) Trees shall not be located within any designated snow storage area unless specifically 

approved by the Public Works Department. 
 

2. Infrastructure Requirements  

a.  Tree wells:  The top 4 inches of a tree well shall consist of organic mulch except within 6” of 
the trunk. The remainder of the tree well shall be filled with suitable soil not susceptible to 
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compaction and which drains well. Tree wells may have non-invasive grasses, ground cover, 
bulbs & perennials, annuals or other low maintenance plantings located a minimum of two feet 
from trunk or as shown on the standard drawings.  Any portion of a tree well located under 
sidewalk or hardscape areas shall be capable of supporting said structures. 

 
b. Root barriers are encouraged as needed to prevent damage to hardscape.  
 
c.  Projects subject to the City of Hailey Design Review or Subdivision process shall have 

plantings as follows (Minor exceptions may be allowed if deemed appropriate by the City): 
 

(1) Tree plantings within new sidewalk or hardscape areas: To create the best 
environment for trees and guard against compaction, hard surface areas should be 
supported with suspended pavement systems whenever it is economically feasible.  If 
these systems are not used, other beneficial treatments could be used including structural 
soils or greater volumes of suitable soil.   

 
No dimension (width, length, or depth) of the tree well should be less than 3’.   A minimum 
of 20 square feet must be open to the air (some hardscape removal may be required) and 
the tree well must contain a minimum of 300 cubic feet of suitable soil. 

 
(2)  Tree plantings within existing hardscape areas: No dimension (width, length, or depth) 

of the tree well should be less than 3’.   A minimum of 20 square feet must be open to the 
air (some hardscape removal may be required) and the tree well must contain a minimum 
of 120 cubic feet of suitable soil. 

 
(3)  Tree plantings adjacent to any sidewalk or hardscape areas: An uncompacted area of 

suitable soil at least 5’ wide with a length that is equivalent to the diameter of the mature 
canopy, or an equivalently sized uncompacted area, shall be provided. 

 
(4)  Tree plantings greater than 5’ from any sidewalk or hardscape areas: In open planting 

areas trees should be protected from compaction that may occur as a result of parking, 
movement of automobiles, or heavy equipment. 

 
d.  Projects exempt from the City of Hailey Design Review or Subdivision process shall 

provide a minimum of 50% of the tree well volume described in 18.06.026.D.2.c. 
 

 
3. Species Selection & Planting Stock  

a.  Species Selection shall be in accordance with the approved list (see Hailey Street tree list 
for approved Class I, II and III trees).  Species selection shall maintain consistency within the 
block but avoid monoculture. 

 
b.  Planting Tree Stock: trees shall be no less than 2.5” and no greater than 4” caliper size as 

tagged by a local nursery.  Only trees with one dominant stem and no visible fungal or insect 
damage evident will be allowed.  Balled and burlapped stock is generally preferred over 
containerized stock which often have encircling roots.  
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4. Establishment and Maintenance of New Trees 

Trees should be planted in spring or fall when possible, using proper tree planting methods 
(see Wood River Valley Tree Guide). Encircling roots in container stock should be cut to a 
straight root or removed before planting. Permanent irrigation is required with higher 
application rates provided during the first season. Protection from traffic, compaction, and 
equipment, including snow removal equipment, must be provided. Electrical and soil standards 
must be met. 
 
Planting areas should connect, either on the surface or within the subsurface space to allow 
for continuous root development and increase usable soil volumes.  Preferred hardscaped 
surfaces include pavers that allow the penetration of water and air, or permeable asphalt. 
 

 
Section 2.   Severability Clause.  Should any section or provision of this Ordinance be declared by the  
courts to be unconstitutional or invalid, such decision shall not affect the validity of the Ordinance as a 
whole or any part thereof other than the part so declared to be unconstitutional or invalid. 
 
Section 3.  Repealer Clause.  All City of Hailey ordinances or parts thereof, which are in conflict 
herewith, are hereby repealed. 
 
Section 4.  Effective Date.  This ordinance shall be in full force and effect from and after its passage, 
approval, and publication according to law. 
 

PASSED AND ADOPTED BY THE HAILEY CITY COUNCIL AND APPROVED BY THE 
MAYOR THIS__ DAY OF ______________________, 2020. 
 
 
       _________________________________ 

Martha Burke, Mayor, City of Hailey 
 
Attest: 
 
 
____________________________ 
Mary Cone, City Clerk 
 
Published: Idaho Mountain Express _____________, 2020 
 
 



18.06.026 Street Tree Guidelines and Standards 

A. Purpose: the purpose of these street tree guidelines and standards is to encourage tree diversity and 
promote strong, healthy trees that are not limited by environmental conditions from achieving a long 
life and mature size.   

B. Applicability: These standards are applicable exclusively to street trees within the Hailey City rights of 
way.  

C. Definitions 

Caliper: diameter measurement of nursery stock trees at 6 inch above the root flare.  

DBH (Diameter Breast Height): on large trees, diameter is measured at 4 ½ feet above the ground.  

Planting Strip:  Trees planted in a linear strip along sidewalks and streets. 

Structural Soil:  A planting medium designed so that when mixed and placed properly any 
compactive load is born by the stone matrix leaving the soil between the stone matrix 
uncompacted. The planting medium components should be approximately 80% 1” size crushed 
stone (no fine particles) and 20% soil by weight, with a small amount of binder such as hydrogel to 
aid in the uniform blending of the two materials.  The soil should range from “loam” to “clay loam” 
and contain at least 20% clay to maximize water and nutrient holding capacity. Only structural soil 
shall be allowed underneath hardscape or sidewalk features. 

Suitable Soil: Soil should be a “sandy loam” soil with 50-80% medium and coarse sand (<25% fine 
sand), 5-20% clay, 5-35% silt, contain a minimum of 1-3% organic matter by weight (4-6% for the top 
12”), be free draining at 1-2” per hour, contain no more than 1280 ppm soluble salt, and have a pH 
appropriate to the planted species.  Soil should have a density of 62-88 pounds per cubic foot and 
contain no herbicides, heavy metals, or hydrocarbons that will impact growth.   

Tree well:  generally located in a hardscape area, a tree well is a three-dimensional space dedicated 
to usable root area for the tree. Tree wells must contain a minimum amount of suitable soil as 
herein established for root development, and must be free from compaction.  

D. Guidelines & Standards 

1. Tree Placement should be a function of expected mature size, with consideration for crown size and 
height spacing conflicts to existing plantings and utilities. A site assessment shall be performed by an 
arborist or landscape architect prior to project design to minimize conflicts with retained existing trees 
and utilities.  
 

a. Existing trees: All existing public trees within the project area shall be identified for species, 
condition, diameter or caliper, approximate age, heritage, and historical value.  Before a project 
is approved and initiated the City shall identify trees that require preservation or that have 
specific monetary value and the City shall be compensated for those trees if damaged or 
removed.  Said compensation may include, at the City’s discretion, replacement of equal value 



or greater at locations deemed acceptable to the City, and said compensation shall also include 
planting expenses and initial maintenance.  Appraised value of the tree shall be established by 
the City or a Certified Arborist acceptable to the City.     

  
b. New Plantings: New plantings shall be planned with consideration for the mature crown size 

and necessary clearance to other conflicts.    
 

Linear plantings shall be spaced a maximum of 40 feet on center unless otherwise approved.  
Alternative designs or clustering for Residential developments may be allowed in lieu of linear 
plantings at the discretion of the City but are generally discouraged.  If allowed, tree clusters 
should be spaced a maximum of 120’ on center and should consist of between three and seven 
trees.  Individual trees within a cluster shall be spaced in accordance with the needs of the fully 
developed canopy.  The minimum number of trees in an alternative or clustering design shall be 
no less than the theoretical number of trees in a linear planting design for the same area. 
 
Additional tree placement criteria are as follows: 

 
(1) Trees shall be no closer to the face of curb than shown in the standard drawings. 
(2) No Class I trees are allowed within 5 feet of an improved travel way, (sidewalks, pathways, 

pedestrian or vehicular lanes, etc.)  
(3) Class I trees shall have a minimum planting strip width of 10 feet.  
(4) Class II and III trees shall have a minimum planting strip width of 3 feet but wider is 

preferred.   
(5) Trees shall not be located within any designated snow storage area unless specifically 

approved by the Public Works Department. 
 

2. Infrastructure Requirements  

a.  Tree wells:  The top 4 inches of a tree well shall consist of organic mulch except within 6” of the 
trunk. The remainder of the tree well shall be filled with suitable soil not susceptible to 
compaction and which drains well. Tree wells may have non-invasive grasses, ground cover, 
bulbs & perennials, annuals or other low maintenance plantings located a minimum of two feet 
from trunk or as shown on the standard drawings.  Any portion of a tree well located under 
sidewalk or hardscape areas shall be capable of supporting said structures. 

 
b. Root barriers are encouraged as needed to prevent damage to hardscape.  
 
c.  Projects subject to the City of Hailey Design Review or Subdivision process shall have plantings 

as follows (Minor exceptions may be allowed if deemed appropriate by the City): 
 

(1) Tree plantings within new sidewalk or hardscape areas: To create the best environment for 
trees and guard against compaction, hard surface areas should be supported with 
suspended pavement systems whenever it is economically feasible.  If these systems are not 
used, other beneficial treatments could be used including structural soils or greater volumes 
of suitable soil.   

 



No dimension (width, length, or depth) of the tree well should be less than 3’.   A minimum 
of 20 square feet must be open to the air (some hardscape removal may be required) and 
the tree well must contain a minimum of 300 cubic feet of suitable soil. 

 
(2)  Tree plantings within existing hardscape areas: No dimension (width, length, or depth) of 

the tree well should be less than 3’.   A minimum of 20 square feet must be open to the air 
(some hardscape removal may be required) and the tree well must contain a minimum of 
120 cubic feet of suitable soil. 

 
(3)  Tree plantings adjacent to any sidewalk or hardscape areas: An uncompacted area of 

suitable soil at least 5’ wide with a length that is equivalent to the diameter of the mature 
canopy, or an equivalently sized uncompacted area, shall be provided. 

 
(4)  Tree plantings greater than 5’ from any sidewalk or hardscape areas: In open planting 

areas trees should be protected from compaction that may occur as a result of parking, 
movement of automobiles, or heavy equipment. 

 
d.  Projects exempt from the City of Hailey Design Review or Subdivision process shall provide a 

minimum of 50% of the tree well volume described in 18.06.026.D.2.c. 
 

 
3. Species Selection & Planting Stock  

a.  Species Selection shall be in accordance with the approved list (see Hailey Street tree list for 
approved Class I, II and III trees).  Species selection shall maintain consistency within the block 
but avoid monoculture. 

 
b.  Planting Tree Stock: trees shall be no less than 2.5” and no greater than 4” caliper size as 

tagged by a local nursery.  Only trees with one dominant stem and no visible fungal or insect 
damage evident will be allowed.  Balled and burlapped stock is generally preferred over 
containerized stock which often have encircling roots.  

 

4. Establishment and Maintenance of New Trees 

Trees should be planted in spring or fall when possible, using proper tree planting methods (see 
Wood River Valley Tree Guide). Encircling roots in container stock should be cut to a straight 
root or removed before planting. Permanent irrigation is required with higher application rates 
provided during the first season. Protection from traffic, compaction, and equipment, including 
snow removal equipment, must be provided. Electrical and soil standards must be met. 
 
Planting areas should connect, either on the surface or within the subsurface space to allow for 
continuous root development and increase usable soil volumes.  Preferred hardscaped surfaces 
include pavers that allow the penetration of water and air, or permeable asphalt. 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Return to Agenda 
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