

















City of Hailey

COMMUNITY DEVELOPMENT DEPARTMENT Zoning, Subdivision, Building and Business Permitting and Community Planning Services

115 MAIN STREET SOUTH Agend
HAILEY, IDAHO 83333 genda

HAILEY PLANNING & ZONING COMMISSION
Monday, June 15, 2020
Virtual Meeting
5:30 p.m.

From your computer, tablet or smartphone: https://www.gotomeet.me/CityofHaileyPZ
Via One-touch dial in by phone: tel:+15713173122,,506287589#
Dial in by phone: United States: +1 (571) 317-3122 Access Code: 506-287-589

Call to Order
Public Comment for items not on the agenda
Consent Agenda

CA1  Adoption of Findings of Fact, Conclusions of Law and Decision of Design Review
Application by the City of Hailey, for a new 325 square foot “Fire Safety House” to be
located behind the existing Hailey Fire Department at 617 South 3" Ave. (Lot 8B, Block 2,
Hailey Townsite) within the General Residential (GR) and Hailey Townsite zoning districts.
ACTION ITEM

Public Hearing

PH1 Consideration of a City-initiated Text Amendment to the Hailey Municipal Code to Title
13: Public Services, Chapter 13.04, Water and Wastewater Systems, Section 13.04.060,
Cross Connections to clarify the purpose of the ordinance and modify E(3) by removing
double check valve assembly and H. by adding and Idaho plumbing code and amend Title
18: Mobility Design, Chapter 18.14, Standard Drawings, Section 18.14.010, Diagrams to
modify or replace drawings 18.14.000.0, 18.14.010.B.3 and 18.14.010.B.4, 18.14.010.B.7
through 18.14.010.B.11, 18.14.010.C.1 through 18.14.010.C.3, 18.14.010.C.6,
18.14.010.D.4a, and 18.14.014.F. ACTION ITEM

o
N

Consideration of a Design Review Application by Old City Hall LLC, represented by Blincoe
Architecture for a 2,757 square foot commercial addition to the existing building used by
the Advocates Attic including an outdoor display and five (5) additional parking stalls
located on River Street. This project is located at 12 W Carbonate St (Lots 12-15, Block
41, Hailey Townsite) within the Business Zoning District. ACTION ITEM.

o
w

Consideration of a Preliminary Plat Subdivision Application (Phase 2) by Sweetwater
Communities, LLC, represented by Matt Watson, located at Block 2, Sweetwater P.U.D.
Subdivision, where Phase 2 of Block 2 is subdivided into 14 sublots consisting, two (2)
ten-unit condominium and four (4), three-plex townhomes for a total of 26 residential
units. This project is located on the corner of Shenandoah Drive and Countryside
Boulevard, in Section 15, T.2 N., R.18 E., B.M., City of Hailey, Blaine County, Idaho, within
the Limited Business (LB) Zoning District. ACTION ITEM.


https://www.gotomeet.me/CityofHaileyPZ
tel:+15713173122,,506287589

PH 4  Consideration of a Design Review application by Pioneer, LLC represented by Andrew
Bick for Pioneer Storage Phase 2, a storage facility consisting of five (5) single-level
storage buildings totaling 16,760 square feet and related parking, to be located at 1291
and 1311 Citation Way (Lots 1A and 1B, Airport West Subdivision #2) in the SCI-SO Zone
District. ITEM WILL BE CONTINUED ON RECORD TO JULY 30, 2020. ACTION ITEM.

Staff Reports and Discussion
SR1  Discussion of current building activity, upcoming projects, and zoning code changes.
SR2  Discussion of the next Planning and Zoning meeting: June 29, 2020.

e DR: O’Meara Residence

e CUP: AFT Player Park



Return to Agenda



FINDINGS OF FACT, CONCLUSIONS OF LAW AND DECISION

OnJune 1, 2020, the Hailey Planning and Zoning Commission considered Design Review Application by City of
Hailey, for approval of a new 325 square foot, detached single-family dwelling unit that will serve as an
educational training facility for students consists of a 325 square foot main floor, to be located at 617 S 3™ Ave,
Hailey (Lot 8B, Block 2, Hailey Townsite) within the General Residential (GR) and Townsite Overlay (TO) Zoning
Districts.

FINDINGS OF FACT

Notice:

Notice for the public hearing was published in the Idaho Mountain Express on April 29, 2020 and
mailed to property owners within 300 feet on April 28, 2020 for May 18, 2020 Public Hearing. This
project was continued on record to June 1, 2020 at the May 18, 2020 Public Hearing.

Application:

The Applicant is proposing a new 325 square foot, Single-Family Dwelling Unit, which consists of a 325
square foot main floor unit just behind the existing adjacent Hailey Fire Department building. This new
building is to replace a seasonally used training trailer that comes from the Twin Falls areas as necessary for
local education. The structure will be built in a somewhat temporary nature in that it will be built on wood
skids instead of a typical concrete foundation. It will however be connected to the earth with helical
anchors for seismic and wind restraint. The entire building will be entirely engineered and constructed for
applicable structural and life safety requirements.

The guests will arrive by bus to the site, fire department staff and or teaching staff from said school will
escort students to the building. The building is intended to represent a small one-bedroom house in
character. Students gather in the front room (living room) to learn and discuss fire safety standards and
practices. This room is to look like a living room and kitchen but is purely a meeting/training area. The
students are then led into the rear room (bedroom). The door is shut. The students and a fireman in full
service/protection gear discuss what to do in the event of fire and how to egress. The hall outside the
room is filled with concert fog style smoke, and a heating pad on the door is turned on. The students
touch the door, crack open the door and experience the “smoke,” and then through a semi-real world
experience egress via the operable window and ladder on the outside of the building to a waiting fire
department personnel staff member.

This is a training building that will only be used in the fall and spring of the school season. If needed, it can
be lifted onto a trailer and hauled used elsewhere due to the foundation system. Since this is only
temporarily used, heat systems will be simply electric baseboards/ electric Cadet style blowers. No
plumbing is necessary since this will not be occupied on a routine basis. The intent is fully complying with
the Design Review standards and building permit / Building Code requirements as applicable to this
unique building type.

Procedural History:

The Design Review Application was submitted on February 13, 2020 and certified complete on
February 27, 2020. A public hearing before the Planning and Zoning Commission for approval or denial
of the project was held on June 1, 2020, in the Hailey City Council Chambers and virtually.
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General Requirements for all Design Review Applications

Compliant Standards and Staff Comments
Yes | No | N/A | City Code City Standards and Staff Comments

17.06.050 Complete Application

Department Engineering: No comments

Comments Life/Safety: No comments
Water and Sewer: All utilities will be run underground. Only electricity will be
provided to this structure, a plug in RV style 50 AMP service.
The Commission has found this standard to be met.
Building: No comments
Streets: No comments

17.08A Signs 17.08A Signs: The applicant is hereby advised that a sign permit is required for any
signage exceeding four square feet in sign area. Approval of signage areas or signage plan
in Design Review does not constitute approval of a sign permit.

Staff No proposed signs are identified on plans submitted February 13, 2020. All

Comments signage to remain the same. A signage permit shall be acquired for any new
signage and conform to City regulations.
The Commission has found this standard to be met.

17.09.0400n- | See Section 17.09.040 for applicable code.

site Parking

Requirements

Staff

The Hailey Municipal Code requires a minimum of one (1) parking space per

Comments Accessory Dwelling Unit or all dwellings less than 1,000 gross square feet. The
project is approximately 325 gross square feet in size. One (1) parking space is
required.

The use of the building is by fire department staff who already have parking
allocated for the adjacent existing building in which they reside and work. For the
students and teachers coming, they will arrive by bus and will use existing parking
spaces adjacent to the building on the south side.

City Staff believe that the parking in the adjacent existing building is sufficient to
meet this requirement.

The Commission has found this standard to be met.

17.08C.040 17.08 C.040 General Standards

Outdoor a.  All exterior lighting shall be designed, located and lamped in order to

Lighting prevent:

Standards

1. Overlighting;
2. Energy waste;

3. Glare;
4. Light Trespass;
5. Skyglow.

b. All non-essential exterior commercial and residential lighting is encouraged
to be turned off after business hours and/or when not in use. Lights on a
timer are encouraged. Sensor activated lights are encouraged to replace
existing lighting that is desired for security purposes.

c. Canopy lights, such as service station lighting shall be fully recessed or fully
shielded so as to ensure that no light source is visible from or causesglare
on public rights of way or adjacent properties.
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d. Arealights. All area lights are encouraged to be eighty-five (85) degree full
cut-off type luminaires.

e. ldaho Power shall not install any luminaires after the effective date of this
Article that lights the public right of way without first receiving approval
for any such application by the Lighting Administrator.

Staff The Applicant is proposing new exterior light fixtures on the Single-Family Dwelling
Comments Unit. The light fixture will be low in wattage, downcast and comply with

the Dark Sky Ordinance.

The Commission has found this standard to be met.
Bulk Zone: General Residential (GR) Zone

Requirements

District Maximum Height: 35’
Setbacks: 0’

Staff Proposed Height: 14’-11 7/8”
Comments Proposed Front Yard (East) Setback: 70°’-10 1/8”
Proposed Rear Yard (West) Setback: 35’-11”
Proposed Side Yard Setbacks:
e North: 38’-6 7/8”
e South: 76’-2 1/8”
The proposed detached Single-Family Dwelling Unit complies with the height
and setback requirements of the Municipal Code.
The Commission has found this standard to be met.
17.06.070(A)1 | Sidewalks and drainage improvements are required in all zoning districts, except as
Required otherwise provided herein.
Street
Improvements
Required
Staff City Staff is of the opinion that the scope of this project does not trigger the need for
Comments :
sidewalks.
The site is relatively flat and the minimal amount of water dripped from the roof will
percolate onto/into the site. There is a rain diverter over each entrance, and the exit]
from the bedroom has a 24” round x 24” deep minimum drywell for rain diverter
drip. The surfaces to access this building are permeable materials that also allow
percolation into the site.
The Commission has found this standard to be met.
17.06.070(B) In the Townsite Overlay District, any proposal for new construction or addition of a
Required garage accessing from the alley, where water main lines within the alley are less than six
Water System | (g feet deep, the developer shall install insulating material (blue board insulation or
IMprovements | qimijar material) for each and every individual water service and main line between and
including the subject property and the nearest public street, as recommended by the City
Engineer.
Staff N/A this building is not proposing access to the main water line.
Comments

Design Review Requirements for Non-Residential, Multifamily,
and/or Mixed-Use Buildings within the City of Hailey

1. Site Planning: 17.06.080(A) 1, items (a) thru (n)
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Compliant Standards and Staff Comments
Yes No | N/A | City Code City Standards and Staff Comments
17.06.080(A) a. The location, orientation and surface of buildings shall maximize, to the
la greatest extent possible sun exposure in exterior spaces to create spaces
around buildings that are usable by the residents and allow for safe access to
buildings
Staff The orientation of the building has Southeast and Southwest facing windows
Comments for solar exposure in the primary meeting space (living room) and training
room (bedroom). The same access to the building as well has the same
orientation for stairs and ramp. The sun will help keep snow melted and
surfaces dry for safe access to the building. The Applicant is also proposing
snow clips above the entry and exit access areas.
The Commission has found this standard to be met.
17.06.080(A) b.  All existing plant material shall be inventoried and delineated, to scale, and
1b noted whether it is to be preserved, relocated or removed. Removal of trees
larger than 6-inch caliper proposed to be removed require an arborist review.
Any tree destroyed or mortally injured after previously being identified to be
preserved, or removed without authorization, shall be replaced with a species
of tree found in the Tree Guide and shall be a minimum of 4-inch caliper.
(Sif)ar;fments There is not existing vegetation from a lawn, tree, or shrub inventory. A concern

was raised about existing weeds, and the Applicant stated that site clearing has
already begun, and the landscape will be improved within a limited budget.

The Commission has found this standard to be met.

17.06.080(A)
1c

c.  Site circulation shall be designed so pedestrians have safe access toand
through the site and to building.

Staff
Comments

The pedestrian access through the site will come from the designated existing
parking areas on 3 Ave. Users of the building will arrive by bus and will be
escorted by fire dept. staff and teachers to the rear of the property on the
south side via a compacted road-mix path that is partially existing. An
improved path from any areas existing not connected to the new building will
be extended and installed at a 5’-0” min. width and will be nearly level, and
connected to the new stairs and ADA ramp as well as to the area where the
kids will exit the building via the escape window.

The Commission has found this standard to be met.

17.06.080(A)
1d

d. Building services including loading areas, trash storage/pickup areas and utility
boxes shall be located at the rear of a building; the side of the building
adjacent to an internal lot line may be considered as an alternate location.
These areas shall be designed in a manner to minimize conflict among uses
and shall not interfere with other uses, such as snow storage. These areas
shall be screened with landscaping, enclosures, fencing or by the principal
building.

Staff
Comments

This project will only have electrical service. The service to this building will be
extended from the existing building and run underground. The new building sub
panel is on the north side (rear) of this building. It will be approximately 12” x 18” x
4” deep and will be painted the color of the siding to visually integrate. There
is/will be no garbage storage or pick up necessary for this building based on the
intended type of use. Thus, no screening is necessary for building services aspects.

The Commission has found this standard to be met.

17.06.080(A)
le

e. Where alleys exist, or are planned, they shall be utilized for buildingservices.

Staff
Comments

N/A the alley is well below the project site.
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17.06.080(A) f.  Vending machines located on the exterior of a building shall not be visible
1f from any street.
Staff N/A no vending machines are proposed.
Comments
17.06.080(A) g. On-site parking areas shall be located at the rear of the building and screened
1g from the street. Parking and access shall not be obstructed by snow
accumulation. (NOTE: If project is located in Airport West Subdivision, certain
standards may apply that are not listed here. See code for details.)
i. Parking areas located within the SCI zoning district may be located at
the side or rear of the building.
ii. Parking areas may be considered at the side of buildings within the
B, LB, Tl and LI zoning districts provided a useable prominent
entrance is located on the front of the building and the parking area
is buffered from the sidewalk adjacent to the street.
gtaff On-site parking is located on 3 Avenue. The use of the building is by fire dept.
omments

staff who already have parking allocated for the adjacent existing building in
which they reside & work. For the students and teachers coming, they will arrive by
bus and will use the existing parking space adjacent to the building on the south
side.

This site is not in the SCI zoning district; it is in the General Residential (GR) zoning
district and Township Overlay (TO).

The parking spaces are existing. The users of this building are either staff in the
existing building where parking is already accounted for or, visitors to use the new
building will come by bus and an area that is existing and or may need to be
improved for the bus parking is shown on the site plan on the south side of the
building. No need for buffering due to VERY limited/intermittent use of building.

‘.'\.* =

i L

The Commission has found this standard to be met.

17.06.080(A) h.  Access to on-site parking shall be from the alley or, if the site is not serviced by

1h an alley, from a single approach to the street to confine vehicular/pedestrian
conflict to limited locations, allow more buffering of the parking areaand
preserve the street frontage for pedestrian traffic.

Staff The parking spaces are located off the existing street and are existing. There is no

Comments conflict of pedestrian and vehicle as the arriving users to the building will have

their own parking area with direct access to the building- see site plan or
17.06.080(A) 1g for more detail.

The Commission has found this standard to be met.
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17.06.080(A) i.  Snow storage areas shall be provided on-site where practical and sited in a
Li manner that is accessible to all types of snow removal vehicles of a size that
can accommodate moderate areas of snow.
Staff The snow storage areas are shown on the site plan. These areas have direct access
Comments for blading and or blowing of snow with ample snow storage area.
The Commission has found this standard to be met.
17.06.080(A) j- Snow storage areas shall not be less than 25% of the improved parking and
1j vehicle and pedestrian circulation areas.
Staff The snow storage area and calculations are shown on the site plan and is not
Comments | |ass than 25% of improved parking and pedestrian circulation areas, so it
complies.
The Commission has found this standard to be met.
17.06.080(A) k.  Adesignated snow storage area shall not have any dimension less than 10
1k feet.
Staff The snow storage areas are 10’-0” min. in width.
Comments
The Commission has found this standard to be met.
17.06.080(A) I.  Hauling of snow from downtown areas is permissible where other options are
1 not practical.
Staff N/A snow storage will be onsite so there is no need for hauling.
Comments

17.06.080(A)
1m

m. Snow storage areas shall not impede parking spaces, vehicular and pedestrian
circulation or line of sight, loading areas, trash storage/pickup areas, service
areas or utilities.

gtaff . The snow storage areas do not impede parking, circulation, loading or trash
OMMENs 1 areas and utilities.
The Commission has found this standard to be met.
17.06.080(A) n. Snow storage areas shall be landscaped with vegetation that is salt-tolerant
In and resilient to heavy snow.
gtaff The snow storage areas are on non-improved/non irrigated surface areas, no
omments

salt will be used for these snow maintenance areas, thus not affecting existing
non-improved/non-irrigated surface areas. If lawn will be installed, the
applicant commits to not using salt type snow melt products.

The Commission has found this standard to be met.

2. Building Design: 17.06.080(A) 2, items (a) thru (m)

Compliant

Standards and Staff Comments

Yes

No

N/A

City Code

City Standards and Staff Comments

17.06.080(A)
2a

a. The proportion, size, shape and rooflines of new buildings shall be
compatible with surrounding buildings.

Staff
Comments

The proportion, size, shape and roof profile of the new building are similar to
the existing residences on the opposite side of the street. The building is small
in size/scale, and its backdrop is screened by the existing fire department
building when viewed from the west, which is the most prominent view. The
intent of the building is to have a residential nature in its aesthetic for the
student to perceive it as a “little” home.
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The Commission has found this standard to be met.

17.06.080(A) b. Standardized corporate building designs are prohibited.

2b

Staff N/A the design is not a standardized corporate building.

Comments

17.06.080(A) c. Atground level, building design shall emphasize human scale, be

2 pedestrian oriented and encourage human activity andinteraction.
Staff The building is one story. It is small in its nature and thus emphasizes human
Comments

scale. The pedestrian access, orientation is specifically designed to encourage
human activity and interaction as this is a “flow through” training building for
kids to go into the building via the front door and out via a bedroom /training
room window.

The Commission has found this standard to be met.

17.06.080(A) d. The front facade of buildings shall face the street and may include design
2d features such as windows, pedestrian entrances, building off-sets,
projections, architectural detailing, courtyards and change in materials or
similar features to create human scale and break up large building
surfaces and volumes.

izanﬁfments The new building front facade faces the adjacent access parking area. This
building is not directly for the publics’ use. It is a secondary use on the site of a
fire department. The entrance has human scale form (gable) and knee brace
architectural detailing and changes in materials from a siding, corner trim
accentuating surfaces and volumes to be residential in nature.
The Commission has found this standard to be met.

17.06.080(A) e. Any addition onto or renovation of an existing building shall be designed

2e to create a cohesive whole.

Staff N/A this will be all new construction.

Comments

17.06.080(A) f.  All exterior walls of a building shall incorporate the use of varying

2f materials, textures and colors.

Staff The new building will have varying materials, texture and colors which will match

Comments

the existing, directly adjacent buildings’ siding, trim, profile, and colors.

FRONT LEFT VIEW
T o3 MATCH EUSTHRD

CELOMS OF Bm

The Commission has found this standard to be met.
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17.06.080(A) g. Exterior buildings colors and materials shall be integrated appropriately
29 into the architecture of the building and be harmonious within the project
and with surrounding buildings.

Staff The colors and materials are harmonious in color palette and integrated
Comments appropriately to match the existing building and are harmonious with the
project.

The Commission has found this standard to be met.

17.06.080(A) h.  Flat-roofed buildings over two stories in height shall incorporate roof
2h elements such as parapets, upper decks, balconies or other design
elements.

Staff N/A This is a one-story building.
Comments

17.06.080(A) i.  All buildings shall minimize energy consumption by utilizing alternative

2i energy sources and/or passive solar techniques. At least three (3) of the

following techniques, or an approved alternative, shall be used to

improve energy cost savings and provide a more comfortable and healthy
living space:

i)  Solar Orientation. If there is a longer wall plane, it shall be placed on
an east-west axis. A building’s wall plane shall be oriented within 30
degrees of true south.

i) South facing windows with eave coverage. At least 40% of the
building’s total glazing surface shall be oriented to the south,with
roof overhang or awning coverage at the south.

iii) Double glazed windows.

iv) Windows with Low Emissivity glazing.

v) Earth berming against exterior walls

vi) Alternative energy. Solar energy for electricity or water heating,
wind energy or another approved alternative shall be installed on-
site.

vii) Exterior light shelves. All windows on the southernmost facingside
of the building shall have external light shelves installed.

Staff The following items are the two energy reduction elements/aspects that will be
Comments ;
included.
1. The glazing in the doors and windows will be double-glazed.
2. Low “E” coatings will be included on all of the glazing.
The Applicant requests for consideration of alternatives for a third items’
compliance:

a. The ceiling insulation will be R-60 which is 19% better than the
required R-49.
b. The window glazing will have a U-value of .28 which is 12.5%
better than the required
.32 U-Value.
City Staff has seen several recent projects that have had the increased ceiling
insulation approved for compliance and recommends that the Commission
approve this.

The Commission has found this standard to be met.

17.06.080(A) j.  Gabled coverings, appropriate roof pitch, or snow clips and/or gutters and
2j downspouts shall be provided over all walkways and entries to prevent snow
from falling directly onto adjacent sidewalks.
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Staff
Comments

The primary entry is on a gable end not requiring snow fences or gutters.
However, the Applicant has committed that a rain diverter along with a snow
clips will be provided on the west side to protect students exiting through the
bedroom window and a portion of the ramp.

The Commission has found this standard to be met.

17.06.080(A)
2k

k. Downspouts and drains shall be located within landscape areas or other
appropriate locations where freezing will not create pedestrian hazards.

Staff
Comments

The rain diverter will shed/drip directly to grade. A 24” washed rock drywell
will be installed in the drip location.

The Commission has found this standard to be met.

17.06.080(A)
2l

I.  Vehicle canopies associated with gas stations, convenience stores or drive-
through facilities shall have a minimum roof pitch of 3/12 and be consistent
with the colors, material and architectural design used on the principal
building(s).

Staff
Comments

N/A. No vehicle canopies are proposed.

17.06.080(A)
2m

m. A master plan for signage is required to ensure the design and location of signs
is compatible with the building design and compliance with Title 17: Zoning
Regulations.

Staff
Comments

N/A If, at a later time, a sign will be installed on the front-end gable, the applicant
has committed to submitting for an approved sign via a sign permit application.

3. Accessory Structures, Fences and Equipment/Utilities: 17.06.080(A) 3, items (a) thru (i)

Compliant Standards and Staff Comments
Yes No | N/A | City Code City Standards and Staff Comments
17.06.080(A) a. Accessory structures shall be designed to be compatible with the principal
3a building(s).
Staff The new building will have wall materials and features of architectural detailing
Comments | that match the existing building.
The Commission has found this standard to be met.
17.06.080(A) b.  Accessory structures shall be located at the rear of the property.
3b
Staff The new building is located on the alley side of the lot to the rear of the
Comments | ayisting building.
The Commission has found this standard to be met.
17.06.080(A) c.  Walls and fences shall be constructed of materials compatible with other
3c materials used on the site.
Staff N/A. No walls or fences are existing or proposed.
Comments
17.06.080(A) d. Walls and fencing shall not dominate the buildings or the landscape.
3d Planting should be integrated with fencing in order to soften the visual
impact.
Staff N/A. No walls or fences are existing or proposed.

Comments
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17.06.080(A) e. All roof projections including, roof-mounted mechanical equipment, such

3e as heating and air conditioning units, but excluding solar panels and Wind
Energy Systems that have received a Conditional Use Permit, shall be
shielded and screened from view from the ground level of on-site parking
areas, adjacent public streets and adjacent properties.

Staff N/A No roof projections are required/proposed for this project. There will not

Comments | ha any operational plumbing, the sink is just “staged” to look like a functioning

kitchen. All utilities to be electric, and no flues.

17.06.080(A) f.  The hardware associated with alternative energy sources shall be

3f incorporated into the building’s design and not detract from the building
and its surroundings.

Staff N/A none are proposed.

Comments

17.06.080(A)
39

g. All ground-mounted mechanical equipment, including heating and air
conditioning units, and trash receptacle areas shall be adequately
screened from surrounding properties and streets by the use of awall,
fence, or landscaping, or shall be enclosed within a building.

Staff
Comments

N/A No ground mounted mechanical equipment is proposed.

17.06.080(A)
3h

h.  All service lines into the subject property shall be installed underground.

Staff The electrical service is the only service necessary. It will be run underground
Comments from the existing building.

The Commission has found this standard to be met.
17.06.080(A)
3i i.  Additional appurtenances shall not be located on existing utility poles.
Staff N/A No appurtenances are proposed on existing utility poles.
Comments

4. Landscaping: 17.06.080(A) 4, items (a) thru (n)

Compliant Standards and Staff Comments
Yes No | N/A | City Code City Standards and Staff Comments
17.06.080(A) a.  Only drought tolerant plant species and/or xeriscape specific plant materials
4a shall be used, as specified by the Hailey Landscaping Manual or an approved
alternative.
gtaff If any lawn is planted in the future, the Applicant has committed that it will be of a
omments

drought tolerant type.

The Commission has found this standard to be met.

17.06.080(A)
4b

b.  All plant species shall be hardy to the Zone 4 environment.

Staff
Comments

If any plants will be installed (none proposed), the Applicant has committed
that plant species will meet the Zone 4 environment requirements.

The Commission has found this standard to be met.

17.06.080(A)
4c

c. Ataminimum, a temporary irrigation system that fully operates for at least
two complete growing seasons is required in order to establish drought
tolerant plant species and/or xeriscape specific plant materials. Features that
minimize water use, such as moisture sensors, are encouraged.

Staff
Comments

If any plantings are installed such as drought tolerant grass, the Applicant has
committed that it will be irrigated as required for establishment.

The Commission has found this standard to be met.
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17.06.080(A) d. Landscaped areas shall be planned as an integral part of the site with

4d consideration of the urban environment. A combination of trees shrubs, vines,
ground covers and ornamental grasses shall be used. New landscaped areas
having more than 10 trees, a minimum of 10% of the trees shall be at least 4-
inch caliper, 20% shall be at least 3-inch caliper, and 20% shall be at least 2%
inch caliper and a maximum of 20% of any single tree species may be used in
any landscape plan (excluding street trees). New planting areas shall be
designed to accommodate typical trees at maturity. Buildings within theLI
and SCI-I zoning district are excluded from this standard.

Staff N/A No new landscaping areas are proposed.

Comments

17.06.080(A)

4e e. Seasonal plantings in planter boxes, pots, and/or hanging baskets shall be

provided to add color and interest to the outside of buildings in the LI and SCI-I
zoning districts.

Staff N/A as the proposed building is located within the General Residential (GR) Zone
Comments o

District.
17.06.080(A) f.  Plantings for pedestrian areas within the B, LB, TN and SCI-O zoning districts
af shall be designed with attention to the details of color, texture and form. A

variety of trees, shrubs, perennials, ground covers and seasonal plantings, with
different shapes and distinctive foliage, bark and flowers shall be used in beds,
planter boxes, pots, and/or hanging baskets.

Staff N/A as the proposed building is located within the General Residential (GR) Zone
Comments | District.

17.06.080(A) g.  Storm water runoff should be retained on the site wherever possible and used
49 to irrigate plant materials.
Staff The tiny amount of water dripped from the roof will percolate onto/into the site.

Comments The surfaces to access this building are permeable materials also allowing
percolation into the site.

The Commission has found this standard to be met.

17.06.080(A) h. A plan for maintenance of the landscaping areas is required to ensure that the

4h project appears in a well-maintained condition (i.e., all weeds andtrash
removed, dead plant materials removed and replaced).

Staff The landscaping, if installed, will be maintained by the existing primary

Comments

buildings’ property management.

The Commission has found this standard to be met.

17.06.080(A) i.  Retaining walls shall be designed to minimize their impact on the site andthe

4i appearance of the site.

Staff N/A No retaining walls are planned.

Comments

17.06.080(A) j-  Retaining walls shall be constructed of materials that are utilized elsewhereon

4 the site, or of natural or decorative materials.

Staff N/A No retaining walls are planned.

Comments

17.06.080(A) k.  Retaining walls, where visible to the public and/or to residents or employees

4k of the project, shall be no higher than four feet or terraced with athree-foot
horizontal separation of walls.

Staff N/A No retaining walls are planned.

Comments

17.06.080(A) I.  Landscaping should be provided within or in front of extensive retainingwalls.

4

Staff N/A No retaining walls are planned.

Comments

17.06.080(A) m. Retaining walls over 24" high may require railings or planting buffers for

4m safety.

Staff N/A No retaining walls are planned.

Comments

17.06.080(A) n. Low retaining walls may be used for seating if capped with a surface of at least

4n 12 to 16 inches wide.
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Staff
Comments

N/A No retaining walls are planned.

Design Review Guidelines for Residential Buildings in the Townsite Overlay

District (TO).
Compliant Standards and Staff Comments
Yes | No | N/A | City Code City Standards and Staff Comments
] s 17.06.090(C)1 1) Site Planning
Guideline: The pattern created by the Old Hailey town grid should be respected in all site
planning decisions.
Staff The orientation of this building follows the main building, which is consistent with
Comments the Old Hailey town grid.
The Commission has found this standard to be met.
m m Guideline: Site planning for new development and redevelopment shall address the
following:
« scale and massing of new buildings consistent with the surrounding
neighborhood;
* building orientation that respects the established grid pattern of Old
Hailey;
* clearly visible front entrances;
« use of alleys as the preferred access for secondary uses and automobile
access;
* adequate storage for recreational vehicles;
* yards and open spaces;
« solar access on the site and on adjacent properties where feasible, and
where such decisions do not conflict with other Design Guidelines;
e snow storage appropriate for the property;
* underground utilities for new dwelling units.
gtaff . Although the scale and massing of this building is smaller than other buildings in
omments

the surrounding area, it is a secondary temporary structure. The proportion, shape
and roof profile of the new building is similar to the existing residences on the
opposite side of the street.

The building orientation respects the established grid pattern of Old Hailey.

This building is situated behind a main building and does not face 3@ Ave. The
front entrance is on a side that is easily accessible and clearly visible from the main
building and the adjacent access parking area.

The alley is well below the project site.

There is no storage planned for recreational vehicles.

There is open space around the building.

The orientation of the building has southeast and southwest facing windows for
solar exposure in the primary meeting space (living room) and training room

(bedroom).

Snow storage area meets the minimum size and dimensions.
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The building will only have electrical service, which will be extended from the
existing building and run underground.
The Commission has found this standard to be met.
Guideline: The use of energy-conserving designs that are compatible with the character
of Old Hailey are encouraged. The visual impacts of passive and active solar designs
should be balanced with other visual concerns outlined in these Design Guidelines.
Staff N/A There is no active solar planned.
Comments
17.06.090(C)2 | 2. Bulk Requirements (Mass and Scale, Height, Setbacks)
Guideline: The perceived mass of larger buildings shall be diminished by the design.
Staff This building is small in size/scale so the perception of bulk or mass is not a
Comments concern.
The Commission has found this standard to be met.
17.06.090(C)3 | 3. Architectural Character
17.06.090(C)3a a. General
Guideline: New buildings should be respectful of the past, but may offer new
interpretations of old styles, such that they are seen as reflecting the era in which they
are built.
Staff The proportion, size, shape, and roof profile of the new building is similar to nearby
Comments residences and is respectful of vernaculars of the past.
The Commission discussed if the style is sufficiently respectful of the past and
reflects the current era. The Commission expressed that this proposed building fits
the character of the neighborhood and that the design is appropriate for the
neighborhood, use, and vernaculars of the past.
The Commission has found this standard to be met.
17.06.090(C)3b b. Building Orientation
Guideline: The front entry of the primary structure shall be clearly identified such that it
is visible and inviting from the street.
Staff While the front entry is not visible from the street, it is visible and inviting for the
Comments access from the main building.
The Commission has found this standard to be met.
Guideline: Buildings shall be oriented to respect the existing grid pattern. Aligning the
front wall plane to the street is generally the preferred building orientation.
Staff The building is oriented to respect the existing grid pattern.
Comments
The Commission has found this standard to be met.
17.06.090(C)3c c. Building Form
Guideline: The use of building forms traditionally found in Old Hailey is encouraged.
Forms that help to reduce the perceived scale of buildings shall be incorporated into the
design.
Staff This building is small in nature, so it is not necessary to reduce the perceived scale.
Comments
The Commission has found this standard to be met.
17.06.090(C)3d d. Roof Form
Guideline: Roof forms shall define the entry to the building, breaking up the perceived
mass of larger buildings, and to diminish garages where applicable.
Staff The roof form defines the entry to the building. There is no garage.
Comments
The Commission has found this standard to be met.
17.06.090(C)3d | Guideline: Roof pitch and style shall be designed to meet snow storage needs for the
site.
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« Roof pitch materials and style shall retain snow on the roof, or allow snow to shed
safely onto the property, and away from pedestrian travel areas.
= Designs should avoid locating drip lines over key pedestrian routes.
« Where setbacks are less than ten feet, special attention shall be given to the roof
form to ensure that snow does not shed onto adjacent properties.
Staff The roof pitch is designed to allow snow to shed safely onto the property. The
Comments orientation to the South and Southwest as well as the dark color of the roof also
allow snow to shed. The pitch does not shed snow onto the main entry area but
could shed snow on the landing used to escape the building. The Applicant has
designed snow clips over key pedestrian routes.
The Commission has found this standard to be met.
17.06.090(C)3d | Guideline: The use of roof forms, roof pitch, ridge length and roof materials that are
similar to those traditionally found in the neighborhood are encouraged.
Staff The roof profile of the new building is similar to the existing residences on the
Comments opposite side of the street.
The Commission has found this standard to be met.
17.06.090(C)3d | Guideline: The roof pitch of a new building should be compatible with those found
traditionally in the surrounding neighborhood.
Staff The roof profile of the new building is similar to the existing residences on the
Comments opposite side of the street.
The Commission has found this standard to be met.
17.06.090(C)3e e. Wall Planes
Guideline: Primary wall planes should be parallel to the front lot line.
Staff Primary wall planes are parallel to the front lot line.
Comments
The Commission has found this standard to be met.
17.06.090(C)3e | Guideline: Wall planes shall be proportional to the site and shall respect the scale of the
surrounding neighborhood.
Staff The wall planes are proportional to the site and similar to nearby homes.
Comments
The Commission has found this standard to be met.
17.06.090(C)3e | Guideline: The use of pop-outs to break up longer wall planes is encouraged.
Staff The longer wall planes have windows to break up the plane. On such a small
Comments building it does not seem necessary to use pop-outs.
The Commission has found this standard to be met.
17.06.090(C)3f f. Windows
Guideline: Windows facing streets are encouraged to be of a traditional size, scale and
proportion.
Staff The windows are on the front and back and face the main building and open
Comments space. This building is secondary and does not face the street directly.
The windows are of a traditional size, scale and proportion.
The Commission has found this standard to be met.
17.06.090(C)3f | Guideline: Windows on side lot lines adjacent to other buildings should be carefully
planned to respect the privacy of neighbors.
Staff There are no windows on the sides so privacy of neighbors is respected; the
Comments windows on the front face the main building, which is associated.
The Commission has found this standard to be met.
17.06.090(C)3g g. Decks and Balconies
Guideline: Decks and balconies shall be in scale with the building and the neighborhood.
gtaff . There is no balcony proposed. The deck off the front entry is appropriately scaled.
omments




Fire Safety House Design Review

Lot 8B, Block 2, Hailey Townsite (617 S 31 Ave)

Hailey Planning Zoning Commission — June 15, 2020
Findings of Fact — Page 15 of 12

The Commission has found this standard to be met.

17.06.090(C)3g | Guideline: Decks and balconies should be designed with the privacy of neighbors in mind
when possible.

Staff The deck is situated approximately seventy feet (70’) from the side lot line, which
Comments provides sufficient distance to respect privacy. In addition, it is a deck for entry not
for congregating.

The Commission has found this standard to be met.

17.06.090(C)3h h. Building Materials and Finishes

Guideline: Materials and colors shall be selected to avoid the look of large, flat walls.
The use of texture and detailing to reduce the perceived scale of large walls is
encouraged.

Staff The materials and colors were selected to coordinate with the existing building.
Comments The new building is small in nature so there is no perception of large walls.

The Commission has found this standard to be met.

17.06.090(C)3h | Guideline: Large wall planes shall incorporate more than one material or color to break
up the mass of the wall plane.

Staff N/A There are no large wall planes. This building is small in nature.
Comments
17.06.090(C)3i i. Ornamentation and Architectural Detailing
Guideline: Architectural detailing shall be incorporated into the front wall plane of
buildings.
Staff There are windows on the front wall plane.
Comments

The Commission has found this standard to be met.

17.06.090©3i Guideline: The use of porches, windows, stoops, shutters, trim detailing and other
ornamentation that is reminiscent of the historic nature of Old Hailey is encouraged.

Staff There is a deck that serves as a stoop for the entry.
Comments

The Commission discussed that the windows, shutters and trim are sufficiently
reminiscent of Old Hailey.

The Commission has found this standard to be met.

17.06.090(C)3i | Guideline: Architectural details and ornamentation on buildings should be compatible
with the scale and pattern of the neighborhood.

Staff The details and ornamentation are consistent with the main building. The scale is
Comments compatible with nearby residences.

The Commission has found this standard to be met.

17.06.090(C)4 4. Circulation and Parking

Guideline: Safety for pedestrians shall be given high priority in site planning, particularly
with respect to parking, vehicular circulation and snow storage issues.

Staff This building is not directly for the publics’ use. Itis a secondary use on the site of
Comments a fire department. Parking is existing and is safely accessible from the entry. This
building is intended to be used in the spring and fall so snow should not be a
primary issue.

The Commission has found this standard to be met.

17.06.090(C)4 | Guideline: The visual impacts of on-site parking visible from the street shall be
minimized.

Staff The parking is existing.
Comments

The Commission has found this standard to be met.

17.06.090(C)4 | Guideline: As a general rule, garages and parking should be accessed from the alley side
of the property and not the street side.

Staff Parking is accessible from the entrance.
Comments
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The Commission has found this standard to be met.

17.06.090(C)4 | Guideline: Detached garages accessed from alleys are strongly encouraged.

Staff N/A There is no garage planned.
Comments

17.06.090(C)4 | Guideline: When garages must be planned on the street side, garage doors shall be set
back and remain subordinate to the front wall plane.

Staff N/A There is no garage planned.
Comments

17.06.090(C)4 | Guideline: When garages and/or parking must be planned on the street side, parking
areas are preferred to be one car in width. When curb cuts must be planned, they should
be shared or minimized.

Staff N/A Parking is existing. No garage is planned and no curb cuts are planned.
Comments

17.06.090(C)4 | Guideline: Off-street parking space for recreational vehicles should be developed as part
of the overall site planning.

Staff N/A This building is not intended for typical residential use so would not need to
Comments consider parking for recreational vehicles.

17.06.090(C)5 5. Alleys

Guideline: Alleys shall be retained in site planning. Lot lines generally shall not be
modified in ways that eliminate alley access to properties.

Staff N/A The alley is well below the project site.
Comments

17.06.090(C)5 | Guideline: Alleys are the preferred location for utilities, vehicular access to garages,
storage areas (including recreational vehicles) and accessory buildings. Design and
placement of accessory buildings that access off of alleys is encouraged.

Staff N/A The alley is well below the project site.
Comments

17.06.090(C)5 | Guideline: Generally, the driving surface of alleys within Limited Residential and General
Residential may remain a dust-free gravel surface, but should be paved within Business,
Limited Business, and Transitional. The remainder of the City alley should be managed
for noxious weed control, particularly after construction activity.

Staff N/A The alley is well below the project site.
Comments

17.06.090(C)5 | Guideline: Landscaping and other design elements adjacent to alleys should be kept
simple, and respect the functional nature of the area and the pedestrian activity that
occurs.

Staff N/A The alley is well below the project site.
Comments

17.06.090(C)6 6. Accessory Structures

Guideline: Accessory buildings shall appear subordinate to the main building on the
property in terms of size, location and function.

Staff This building is accessory in nature to the main building and appears subordinate.
Comments

The Commission has found this standard to be met.

17.06.090(C)6 | Guideline: In general, accessory structures shall be located to the rear of the lot and off
of the alley unless found to be impractical.

Staff This building is accessary in nature to the main building and is located behind it.
Comments The alley is well below the project site so not practical to locate it near the alley.

The Commission has found this standard to be met.

17.06.090(C)7 7. Snow Storage

Guideline: All projects shall be required to provide 25% snow storage on the site.

Staff This project provides more than 25% snow storage on site.
Comments

The Commission has found this standard to be met.

17.06.090(C)7 | Guideline: A snow storage plan shall be developed for every project showing:

* Where snow is stored, key pedestrian routes and clear vision triangles.

= Consideration given to the impacts on adjacent properties when planning snow
storage areas.

Staff A snow storage plan was provided.
Comments
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The Commission has found this standard to be met.

17.06.090(C)8 | 8. Existing Mature Trees and Landscaping

Guideline: Existing mature trees shall be shown on the site plan, with notations
regarding retention, removal or relocation. Unless shown to be infeasible, a site shall be
carefully planned to incorporate existing mature trees on private property into the final
design plan.

Staff N/A There are no existing mature trees.
Comments

17.06.090(C)8 | Guideline: Attention shall be given to other significant landscape features which may be
present on the site. Mature shrubs, flower beds and other significant landscape features
shall be shown on the site plan and be incorporated into the site plan where feasible.

Staff N/A There are no existing significant landscape features.

Comments

17.06.090(C)8 | Guideline: Noxious weeds shall be controlled according to State Law.

gtaff No new plantings are proposed but if any lawn or plants are installed, they will be
omments

drought tolerant and meet zone 4 environment requirements. The existing
landscaping and control of weeds will be maintained by the existing primary
building’s property management.

The Commission has found this standard to be met.

17.06.090(C)9 9. Fences and Walls

Guideline: Fences and walls that abut public streets and sidewalks should be designed to
include fence types that provide some transparency, lower heights and clearly marked

gates.
Staff N/A There are no fences or walls that abut public streets and sidewalks proposed.
Comments
17.06.090(C)9 | Guideline: Retaining walls shall be in scale to the streetscape.
Staff N/A There are no retaining walls proposed.
Comments

17.06.090(C)10 | 10. Historic Structures

General Guidelines: Any alteration to the exterior of a Historic Structure requiring design
review approval shall meet the following guidelines:
< The alteration should be congruous with the historical, architectural, archeological,
educational or cultural aspects of other Historic Structures within the Townsite
Overlay District, especially those originally constructed in the same Period of
Significance.
< The alteration shall be contributing to the Townsite Overlay District. Adaptive re-
use of Historic Structures is supported while maintaining the architectural integrity
of the original structure.

Staff N/A This is not a Historic Structure.
Comments
17.06.090(C)10 Specific Guidelines. Any alteration to the exterior of a Historic Structure requiring

design review approval shall meet the following specific guidelines:

« The design features of repairs and remodels including the general streetscape,
materials, windows, doors, porches, and roofs shall not diminish the integrity of the
original structure.

* New additions should be designed to be recognizable as a product of their own
Period of Significance with the following guidelines related to the historical nature
of the original structure:

The addition should not destroy or obscure important architectural features
of the original building and/or the primary facade;

Exterior materials that are compatible with the original building materials
should be selected;

The size and scale of the addition should be compatible with the original
building, with the addition appearing subordinate to the primary building;
The visual impact of the addition should be minimized from the street;
The mass and scale of the rooftop on the addition should appear
subordinate to the rooftop on the original building, and should avoid
breaking the roof line of the original building;

The roof form and slope of the roof on the addition should be in character
with the original building;
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The relationship of wall planes to the street and to interior lots should be
preserved with new additions.

Staff N/A This is not a Historic Structure.
Comments

17.06.60 Criteria.
A. The Commission or Hearing Examiner shall determine the following before approval is given:

1.
2.

B. Cond

The project does not jeopardize the health, safety or welfare of the public.

The project conforms to the applicable specifications outlined in the Design
Review Guidelines, as set forth herein, applicable requirements of the Zoning
Ordinance, and City Standards.

itions. The Commission or Hearing Examiner may impose any condition deemed

necessary. The Commission or Hearing Examiner may also condition approval of a

proje
Cond

1.

No ok wn

ct with subsequent review and/or approval by the Administrator or Planning Staff.
itions which may be attached include, but are not limited to those which will:
Ensure compliance with applicable standards and guidelines.

Require conformity to approved plans and specifications.

Require security for compliance with the terms ofthe approval.

Minimize adverse impact on other development.

Control the sequence, timing and duration of development.

Assure that development and landscaping are maintained properly.

Require more restrictive standards than those generally found in the

Zoning Ordinance.

C. Security. The applicant may, in lieu of actual construction of any required or approved
improvement, provide to the City such security as may be acceptable to the City, in a form
and in an amount equal to the cost of the engineering or design, materials and installation
of the improvements not previously installed by the applicant, plus fifty percent (50%), which
security shall fully secure and guarantee completion of the required improvements within a
period of one (1) year from the date the security is provided.

1.

2.

If any extension of the one-year period is granted by the City, each additional year,
or portion of each additional year, shall require an additional twenty percent (20%)
to be added to the amount of the original security initially provided.

In the event the improvements are not completely installed within one (1) year, or
upon the expiration of any approved extension, the City may, but is not obligated,
to apply the security to the completion of the improvements and complete
construction of the improvements.

CONCLUSIONS OF LAW

Based upon the above Findings of Fact, the Commission makes the following Conclusions of Law:
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Adequate notice, pursuant to Title 17, Section 17.06.040(D), was given.

The project is in general conformance with the Hailey Comprehensive Plan.

The project does not jeopardize the health, safety, or welfare of the public.

Upon compliance with the conditions set forth, the project conforms to the applicable standards of Chapter
17.06, Design Review, and other Sections of the Hailey Municipal Code and City Standards.

el N

DECISION

The Design Review Application by City of Hailey, located at 617 S 3™ Ave, Hailey (Lot 8B, Block 2, Hailey
Townsite), for a new 325 square foot, detached single-family dwelling unit that will serve as an educational
training facility for students within the B General Residential (GR) and Townsite Overlay (TO) Zoning Districts,
finding that the project does not jeopardize the health, safety or welfare of the public and the project conforms
to the applicable specifications outlined in Hailey Municipal Code Section 17.06, Design Review, additional
applicable requirements of Title 17, Title 18, and City Standards, provided conditions (a) through (h) are met:

a) All applicable Fire Department and Building Department requirements shall be met.

b) Any change in use or occupancy type from that approved at time of issuance of Building Permit
may require additional improvements and/or approvals. Additional parking may also be required
upon subsequent change in use, in conformance with Hailey’s Zoning Ordinance at the time of
the new use.

c) All City infrastructure requirements shall be met. Detailed plans for all infrastructure to be
installed or improved at or adjacent to the site shall be submitted for Department Head approval
and shall meet City Standards where required.

d) Encroachment permits will be needed for work in the right-of-way.

e) This Design Review approval is for the date the Findings of Fact are signed. The Planning &
Zoning Administrator has the authority to approve minor modifications to this project prior to
and for the duration of a valid Building Permit.

f) All new and existing exterior lighting shall comply with the Outdoor Lighting Ordinance.

g) Except as otherwise provided, all the required improvements shall be constructed and completed,
or sufficient security provided as approved by the City Attorney before a Certificate of Occupancy
can be issued.

h) The alternate energy conserving measures of increased ceiling insulation of R-60, which is 19%
better than the required R-49, will be installed.

Signed this day of , 2020.

Janet Fugate, Planning & Zoning Commission Chair

Attest:

Jessie Parker, Community Development Assistant
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Metal Ground

Clamp To Wire
for Copper
Services .
=
= Moko=e
x [+ )4 g )
©y 40808035

Service Tap Suddle
101 S. Romac or

Approved Equal a5

+
“— Corporation Stop

2" Dow Board On Services
Which Cross Street

Valve (Mueller H—15008)

or Approved Equal

Water Main

Install 18" Mater Box
Furnishad and Placad by
Contractor

==
Flnlshsd—/

Grada

Provida Goosenack

6' Bury Thermal Coll
Metar Box (See Note 3)

Thaw Wire for copper or locate wire for poly

4" Insulation Pad

18" one pisce flat locking cover
with Recessed £ Read Hole Ford
PPSC—18-L—REC-T

|——— Property Line

Pl L e [l g

G,

Water Meter Fumished and Instafled

by the City {(Pald by Customer with
Connection Fees)

The Contractor Shall Dig

Meter Plt and Service Line
Trench 6' Deep From Finished
Surface or Ground bLine

Fitting Off of Meter Vault Muat
Be Brass Fitting Compllant with
the Low Lead Rule {<0.25% Pb
by Welght)

Woter Line to Bullding—Extend B8’
Beyond Meter Vault. Remalning Water

Line Furnished and Installed by the

Building Contractor. Install 5’ Beyond

:- Juo\luuc
oo = CalnD,
Yoy PRV 020208
gogst Ind G sgesess
202 o 2809289¢ Ses Note #10
= S ———— -
]
\—Sem'ce Une: Type "K"

Copper or CTS poly

1* Uncrushad Aggregate per ISPWC
Section 801 — Uncrushed Aggregate

Sem Note §2

any Utillty Easements If Present.

TYPICAL WATER_SERVICE AND METER CONNECTION

NOTES

1. Water Services shall be installed in accordance
with the current edition of the 1SPWC—Sectlon
404—Water Service Line and Meters.,

2. Water Service Line shall have a &' min. bury
depth.

3. 0.75" Meter vaults shall be Mueller
250CS51872FBBN or Ford
PFCEH—388—18-~-72=FP=-NL.

1" Meter Vaults shall be Mueller
330CS1872FBBN.

1-1.5" Meter Vaults shall ba Muller
500VS2472FBEN or equal.

2" Meter Voults shall be Muller
550VS2772FBBN or equal.

4, Service Line shall be 3/4” diameter Type K
copper or polyethylene pressure pipe 250 psi
DR 9 copper tube size (CTS) unless otherwise
specified. Copper service plpe sholl be sncased
with plastle plpe slesving material from
corporation stop to vault with both ends
wrapped with PASCO 10ml PVC #9052 pipe
taps.

5. CAUTION: OPEN CORPORATION VALVE BEFORE
BACKFILL.

6. An cwner consfructing e new public water system In g subdlvisfon or

10.

N.T.8.

it

development shall construct a water tap ond service for each
potentle! user and extend it to the preperty line. Water services shalt

be marked with a blue painted metal fence post.

12,

All copper service sholl be wrapped with #6 gaugs copper wire
thermally Insulated wrap every 5. A No. 12 AWG copper with

Insulatlon tracer wire will be wrapped around dll PVC plpe at o

minimum of 10 foet Intervals for the full tength of th
to top of vault

13.
e plpe. Run wire

14,

Water service linea which cross the strest shall be insulated with 27
thick by 2" wide Dow Board. Insulation shall be Installed from the

water main to the vault.

15.

Water service lines shall be bedded with Type I Pipe Bedding per the

current editlon of ISPWC Section 305 —Pipe Bedding.

16.

Connection to the meter box or curb stop shall be; Mueller 110

Compression H—15451 for 3/4™ Copper or CTS poly; Mueller H15451

CTS x F.LP.; or Ford C14—33—Q-NL.

oncrete Blocks
for Support

No service or Irrigation connectlons within 6 feet of
meter vault.

Separate sarvice connectlons to main by @ minimum
of 2 fest and stagger multiple connections made on
the plpe along the circumfersnce.

Materials used shall be compliant with ANS|/NSF
60/61.

All services shall conform to the vertical and
horizontal seporation requirements per DEQ.

All parts must be brass and compflant with the
low lead rule (<0.25 % Pb by weight).

All brands and madel numbers specified hereln, or an

approved equal, shall be required. Approved equals
shall ba determined by the City.

New
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To irrigation

System

() Blow Off

Backflow Prevention Device

(or larger)

Meter }

CITY WATER MAIN W

PLAN VIEW

(See Idoho State Plumbing Code)

: Draln w/ Curb stop
! Valve (Wash rock)

Curb stop Valve & 6" Riser

To House

NOTES

1. This plon is the desired typlcal layout for new & old development. New
Water shall conform to this general conceptudl loyout except as
otherwise specified and approved by the City.

2. The Owner/Developer shall show all Water service locations on design
plans as approved by City.

3. No service or irrigation connections within 6 feet of meter voul.

4, Blow—0ff must be downstiream of backflow device.

5. Al Backflow devices and installation shall meet Idaho State Plumbing
Code and the current edilion of the U.S.C. Manual of Cross Connection

Controi.

TYPICAL WATER IRRIGATION IAYOUT

N.T.8.

Neuvs
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TYPICAL WATER
IRRIGATION LAYOUT
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See ISPWC SD-617 for Lid Details,
See SD-616 if placed in Asphalt.

Varies Varies
R 7
X Grade Rings 2" Min N
N\ N
Z 1. N £ N
N 12 Min 24" Dia. ADS N-12 or CNIP
o
N N
N TR RN
o —— g
N t /
12" Pipe From
Catch Basin Perforations 4" O.c. 7
1" Diameter, See Note 6
X 7
m—— 36“ I 36"
gle M g Wi
7, 2= T
c <
“le LD
P
< 2

3" Drain Rock per ISPWC Section
801-Uncrushed Aggregate

4oz. Filter Fabric
Wrap Mirafi 140n
or Approved Equal

on all sides and

top

12"

Seal Bottom with Cap
or Concrete

Note: The bed shall be excavated a minimum of 24" into clean sand and gravel. If
clean sand and gravel is not encountered within 12 feet, the contractor shall contact the
Engineer.

DRYWELL DETAIL

(FOR USE WITH PRIMARY CATCH BASINS ONLY)
NTS

'+ 3' of Pipe With no
. Perforations

NOTES
. ALL SUBDIVIDERS AND APPLICANTS FOR COMMERCIAL OR

INDUSTRIAL BUILDING PERMITS SHALL FURNISH DATA TO THE
CITY WHICH SHOWS A DESIGN TO ACCOMMODATE THE RUN-OFF
FROM A 1"/HOUR, 25 YEAR STORM.

. AREA OF DRAINAGE IS ACRES RESULTING IN A STORM

EVENT FLOW OF cfs

. SOIL INFILTRATION RATE ASSUMPTION IS _"/MIN., RESULTING IN

A NEED FOR APPROXIMATELEY S.F. CF
INFILTRATION AREA.

. DRYWELLS MUST BE CONNECTED TO A CATCH BASIN. NO INLET

GRATES ALLOWED.

. CONTRACTOR / OWNER SHALL SUBMIT IDAHO DEPARTMENT OF

WATER RESOURCES (IWDR) SHALLOW INJECTION WELL
INVENTORY FORM FOR EACH DRYWELL CONSTRUCTED TO THE
CITY OF HAILEY,

. GEOTECH FILTER FABRIC MAY BE ALLOWABLE, WITH CITY

APPROVAL, TO SEAL PERFORATIONS IN NON-PERFORATED AREA
SHOWN HEREON IF PIPE IS SUPPLIED FULLY PERFORATED.

REVISIONS
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/— PAVED ROADWAY —/

CONCRETE CURB AND GUTTER

IRRIGATION LINES 3" BOLLARD WITH 2" PVC SCHEDULE 80 ELECTRICAL JUNCTION BOX
MAINLINE: 2" POLY PIPE ELECTRICAL QUTLET ELECTRICAL CONDUIT WITH TRAFFIC RATED BOX
SECONDARY: 3/4" POLY PIPE WITH FILTER
r
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B I A MATERIAL TO BE
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L "A._ -“q o A 2 d'. .4' .A‘ ; . ?, - _v._ :" A 4 £ B :e.‘
et T . s st sy e L 167 < A
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- ) LAt 4‘5 o4 .'-.s,d. P e e . . AT 4 sy .d. D omt 4 .F B ceL ST d S R 4 -
: . s Cel e . .4,4- ‘a4 IR DRI i T CONCRETE SIDEWALKAY Ty e e & ‘a N .4.
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o T .a‘-."f e ,‘.’ aq"' 4“. . ‘v“., ':‘4‘.'4 v N l'-’_,‘-"' ?"‘ 'l-": -"’d- o A l"‘. -‘4'1 'ﬂﬂ,. - "d. : q.. ' -. T - ';A
N.T.S. NOTE: A
1. TREE TYPE / GRASS DETERMINED BY THE CITY AR -
2. SEE CITY ORDINANCE 18.06.026 FOR STREET TREES GUIDELINES AND
STANDARDS.
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HAILEY, ID 83333
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CARBONATE ST

/1T SITE PLAN/LANDSCAPE PLAN

3/32'= 10"

Y,

s ol o5
S e e evneee

DESIGN REVIEW SE
NOT FOR CONSTRUCTION

www BlincoeArchitecture.com
Blincoe Architecture

THE ATTIC ADDITION

12 W CARBONATE ST

HAILEY,ID 83333

108 #:
PLOT DATE:

PERMIT:

003.19
6/5/2020

CONSTRUCTION:

SUBMISSIONS/REVISIONS:

PRELIMI
2

NARY

PRELIMI

NARY

1/15119

REVISED
1121120

DESIGN REVIEW SET
5/1212020

/\DESIGN REVIEW SET
Z1 UPDATED 6/8/2020

L1

"OWNERSHIP OF DOCUMENTS: This Drawing and speciications are instuments of service and are fhe property of the Archilect, Bincoe Architecture and s nof fo be used, in whole orin part, for any ofher project without witien aufhorizafion.




DESIGN REVIEW SET
5/1212020

\DESIGN REVIEW SET
Z1 UPDATED 6/8/2020

‘ Ne1° 14 03" E 119.98' (0]
- - \ £S5
| I T
[$)
\ fo
| | xen e w 8=
7o REMAN ExsTNG TREE M — ExisTNG TREE | L
| R 7o REMAN 70 REMAN ! Y
TO REMAIN I_OT 1 5 ‘ é <
| | | 8
| I o ) I Y]
- - tNeww#oveEmas __ | | = £
| ) i LEGEND: @
! i T NENWALL
I y 1 ) EXSTNG WALL E
2
l LOADING AREA z ! i EXISTING CMU WALL
| e | — — — — PROPERTYLINE
| i 4+—— — — —— PROPERTY LINE TO BE VACATED
I | ——— S GATE i EOA EDGE OF ASPHALT 3 e
i e g
ER CITY STANDA i ¢ o
| I RS " i i Toc TOP OF CONCRETE L | §
| ) i BOR BOTTOM OF RAMP 3
: LoT 13 B i EE EXISTING ELEVATION s
| v 2
. ¥ 2
EXISTING Y al i
g 7 3
PROPERTY S 2 ! =
| w g \
> 8 4 ! @)
b S - | g
[ $ u 2 ) - :
o o I e
kY o l_
N 8 S 3 Al —_ i
I oxernG s ¢ LOT 12 ! S w D H
w w ELECTRIC UTILITES " N > 5
1 z LOCATION. BULDING L Z = 2
| a ALOITION 10 USE i § =3 A D o g
X r BASTING, FINISH FLOOR = 5326.12 H q [ | We g
| % o @ M | < 29 |
I N A S 28 ¢
g il ] | o 3
£l by £ < o | o~ () 89 2
£ \ | a = E
[ 2
| | i He© | e |3z
| LOT 11 ; s ; ! *
: A ¥ J,E ) DA | a < o
‘ & : | LLl
( 2 I
X Bo e / / | — L
S “ | < | T
—————— eyon - Ezam |
N61® 13 54" E 119.98" -
|~ ~ e | (@]
IR | o
EXISTING PARKING il | sl / \5 ~ NG DRAN m,Lg >
wwﬂ uvmpgecﬂ» 1
» p N
p P | |_ 108 #: 003.19
- T T o - ] 5225 BXISTING ABPHALT ‘ L [FLOTDATE: __ 6/5/2020 |
— | DESIGN REVIEW: 5/12/2020
N ‘ (D PERMIT: H
6@’1* | 'CONSTRUCTION: °
! PRELIMINARY
I | o5 p
- / ! PRELIMINARY
RN N [ ‘ > 111519
CARBONATE ST ~- “ ! IE'.:J Reve
(NN

NOT FOR CONSTRUCTION

L2

1\ GRADING/DRAINAGE PLAN -~ ) ‘
NEY AR SN




Ne1® 14' 03" E 119.98'

EXISTING TREE
7O REMAN

EXISTING TREE

> e LOT 15

Ne1° 14/ 01" E 119.98'

CONSTRUCTION
PARKNG

N61° 14 00" E 119.98'

EXSTNG | ADDITION

C
m PORTA-POTTY

ENGTNG FENCE

LiNE

|
o
L_ EXIZTING GATE
| NCOVERED | %/
lloUTDOOR IpisPLAY/
11D HGARDEN AREA
' ? it
I
| H LoT 12 OUTDOOR DISFLAY E
| STORAGE H STORAGEH STORAGE § @
@ ] I o o
EXISTING 8 b : i
PROPERTY pa - =g e=d B - 9]
u ; o ©)
N ettt et : :
< I 3 9
é 2 BATH[ 2 ES
s i romeee, LAl T @
> z | Loca NG : T z
11} v i 6
- w F== > ¥ =
I S 3 ¢
- ] BREAKRPOM/ L j 3 g @
<« 2| CLOTHING MECHANIZAL o LI kS
%I - - - — — — — —— i {ysmemon g H
§ ol @
el N
¥ HOME MERCHANDISE *1 R ~
i = 13
¥y 13
3
| LOT 11 4 o — e >
‘ Ra»f&ﬂov&p ﬁ% e ANDieAE,
| ENTRY
L= gebdan ==
] E SHOES i
—_— e — — = = = =
N61° 13 54" E 119.98'

EXISTING PARKING

ExisTNG | |neEw
aspraLr ||sipEmac

EXISTING | ASPHALT

CARBONATE ST

/1) STAGING PLAN CONTRACTOR PARKING PLAN

@ 382 10"

RIVER ST

LEGEND:

[ ] NENWALL
1 EXISTING WALL

EXISTING CMU WALL

PROPERTY LINE

DESIGN REVIEW SET - UPDATED 6/8/20

NOT FOR CONSTRUCTION

www BlincoeArchitecture.com
Blincoe Architecture

3

£

£

5

:

:

3

H

H

5

o, |
s, |
B |

< <o H
Z ® 8

on ?

2y |
=z |
=32 |
==z |
< ¥ £
m §
xI
I_ g
=3

£

]

3

[os¥ ot |2
[PoToate_g5020 |2
[DesioN Review: 5122020 | 7
PERMIT: H
'CONSTRUCTION: °

‘SUBMISSIONS/REVISIONS:

PRELIMINARY
2

PRELIMINARY
1/15119

REVISED
1121120

DESIGN REVIEW SET
5/1212020

/\DESIGN REVIEW SET
Z1 UPDATED 6/8/2020

L3




ANNDOG 40 dIHSANMO

003.19
51212020

0v£€8 OHYAI ‘WNHOL3N
AVM STIIN 04

~—

X

202619
PRELIMINARY
1/15119
REVISED
1121120
DESIGN REVIEW SET
5/1212020
DESIGN REVIEW SET
UPDATED 6/8/2020

A

PRELIMINARY

WOD"8INOBHIYDIY0DUIIG MMM

SInjoo)yD1y S0oulg EL NOILIAaV 2111V 3HL

PLOT DATE:
DESIGN REVIEW: 5/12/2020
CONSTRUCTION:
‘SUBMISSIONS/REVISIONS:

z

JoB #:

NOILONYLSNOD HO4 LON
0¢/8/9 d31vddn - L3S M3IIAIH NOIS3d

N

ELECTRONICS

LINEN

STORAGE

o
HOME MERCHANDISE

— e —— . —— — . — . —— —— e — e — — — — — — — — — —— o e, . e, e e e
I
I

M_Av | I
i L : 0
5 TIvH :
! [ 12
L Q
—— = I\
=1V T m
el mm o WR
N | a e 0 L)
= 5 N 0 z
m L3S qu ® Elp
_ § 9
_ N e
| ®
w
H 9 _ _
b ;| Ny _
3 | % _
” ¥ [
m Ve |
ONpLSIXT




ToP OF PL $
14 -0

www BlincoeArchitecture.com
Blincoe Architecture

II_. _ll ll_ ' Jl F\NISHfS%&

/1 EXISTING NORTH ELEVATION
@ 316" = 1-0"

other project without witten aut

——x

et i i G R e e LA A AL R AL L S A S W ey L R A S L e L e A o 77707?05%
4= 0"

I I

il | AF

fure ands not fo be used, in whale o

_— F\"MLQOOL&
o -0

o F\nggiog& Z g
/2 EXISTING WEST ELEVATION =
) e O ¢ £
= Q.8 |
Z g
—_— = — *7*7*7*7*7*7*7*******"**7*7*7*777*7? *77&P9% o <§g
- - ' S Qs
o= o = e e e B B | e |2
= e o <
- i con E | &
o-0" < I o
()] —
o
/3 EXISTING SOUTH ELEVATION >
@ e 1o ! H
il
W e s |3
(D = PERMIT: %
e ——— lf,f,f/ e
I. T o : . E g PREUIS/I?I;\RV
El l:[ E Ij D E] D a E PR%}:A;%RV
o2 e
o DESIGN REVIEW SET
i ZO ADESIGNRE\?IEWSET
(5 g Z1 UPDATED 6/8/2020
nHw
Ll =
(@]
(-2

X2

4\ EXISTING EAST ELEVATION
X2 =emre




ISTING
uTLITES

Y

ALLEY

.
M\'t

2

]
|
|
=7
l
|
i
|
|
|
Y
Y
X

E

SQUARE FOOTAGE TABULATION:

EXISTING PAf

ING

4 82 - 0"
N xisTNG 5704 50 F.
o - 10" " 1o - 10" . oo [ ADDITION 2757 8 FT.
- 3 ToTAL el 50 T
T I £
< > smRudneAL coLure Sy
65
e — — -—— —_—— —_—— —_—— —_—— —_—— —_—— _—— h— T 1 LEGEND:
Bt spovE ‘ e AoV, Btz I : — —
& T T | New Ay
w w w % EncELNE
gl covereD 8 g ‘ ? = "
OUTDOOR DisPLATA LY
LIl GARDEN AREA T b ) C————— pwmezeww
o 3 3 i | |
i i ! e )
Bar vy |
H i K I_. N e sasaE bees | GENERAL NOTES:
I I & § | Py  EXTERIOR LIGNTING - ALL TERIOR LIGHTING
o
| | |
1 1l £ OQUTDOCOR DISPLAY by |
I I 8 B! | .
I I M N |
I STORAGE It . : ‘
}\ 1 STORAGE H 5
STORAGE /} H 2 F| :
| It
orr waLL | it |
I It |
I I |
I |
L |
|
|
STRUCTURAL COLUMN !
|
GLU-LAM BEAM —l- 1
|
BATH T | //6
I %
e | )
4 |
I}
< N
T
I STRUCTURAL COLUMN )
[y oror wass i 5 0
o 3 S IV
s B | N— exferor LiHNG 2
I 2
| 2
BREAKROOM/ 9
MECHANICAL £ : (Y4 o
CLOTHING g N
T|x =
3
v ADDITION s o0
= ] 5 =
2 o) ] [k ©
K / STRUCTURAL COLUMN E Q\‘L ¥
o & =3 /l\ D
E “ 0 [T
HALL z N
HOME MERCHANDISE b3 r;‘: 1 3 S EXTERIOR LiGHTING I—
s <
YA Ik a
ol 3 LINE oF reoF asovH
E f L o
\BATH M FITTING 2 )
o ROOM OMIT EXISTING DOOR AND WINDOWS. T, -
/Y STRUCT = HANDRAIL
B eenmacon N e :
VERIFT EXISTING STRUCTURE I ‘ 9
3
ENTRY TO NEW ENTRY - T tq |—
REMAN Doom i GLILAN BEAF i [ — exferor Liine (11}
i
‘ wn
- S
shoes [T T/ T T i d/( prd
| =20
| =
L, newunoous ‘ L 9
N = kR - ‘ >
’ _RAr 112 1A | =
r Tl | o _xpwms oL __J [}
@’\ i | EXSTNG | ADDITION PR oz
: Q
[ — Z O
=
JR—— - G
wnw
o
(-2

CARBONATE ST

1\ PROPOSED FLOOR PLAN

W B

CARBONATE ST

www.BlincoeArchitecture.com

Blincoe Architecture

5
=
o
-
Qoo
<C 53
Z®
O 82
=~ &>
- 32
— =%
< ¥
L
I
|_
JOB #: 003.19
PLOT DATE 6/5/2020
DESIGN REVIEW: 5/12/2020
PERMIT:

‘SUBMISSIONS/REVISIONS:

PRELIMINARY
202619

PRELIMINARY
1/15119

REVISED
1121120

DESIGN REVIEW SET
5/1212020

\DESIGN REVIEW SET
Z1 UPDATED 6/8/2020

A1

f service and are e property of fhe Architect, Blincoe Architecture and i not 1o be used, in whole or in part for any ofher project without written authorzation

"OWNERSHIP OF DOCUMENTS: This Drawing and specifications are insruments




ROOFING.

e
p—— o
s

EXISTING ROOF TO REMAN NEW ASPHALT Sk OMIT EXISTING ROOF
DE

NGLE
~AUTUMN BLEND/MATCH EXISTNG PROVIDE New SKIRT
RoOF

UPS Fedx
251 Northwood Way Sute £
Email
InfomBlincoeArchitecture.com

www BlincoeArchitecture.com

Blincoe Architecture

METAL FLANT BOX
ANTIGUE RUSTIC

Kelchum, Idaho
Tel.:208.720-1325

P.0. Box 4424
83340

Mail:

= *

- 3 — _ FINISH FLOOR
7AT: L5
AR T WraE R il o o s el
W Mwawsf -BONDERIZED METAL PLANTER - ANTIQUE RUSTIC METAL BELLYT BAND
e s S SRTT TN PROPOSED NORTH ELEVATION -
By A2/ e J— P —
EAe L SR

MTmmmT
PO
(AR AT
tHH— — ——
ITERRTTN]

FINISH FLOOR |
{570, — o 5

Architect, Blincoe Architecture and i not fo be used, in whole or in part, for any ofher project without wiiten authorization.

RALING/GATE U
ren — reraL FLANTER rEra \ uesrmon wave rera SN
ANTIGUE RUSTIC. IRUE RUSTIC -ANTIGUE RUSTIC CRENNG
ASPHALT SHNGLE METAL BELLY BAND
MATCH EXISTING DARK

e PROPOSED WEST ELEVATION

TOP OF PLATE _| =
@715‘ e

BOTTOM OF BEAM

12 W CARBONATE ST
HAILEY,ID 83333

THE ATTIC ADDITION

12'-0"
UESTERN WAVE 4 l b
Ao R
.
e =
e
¢ ;[N@au { FLOOR | ] R

DESIGN REVIEW SET - UPDATED 6/8/20

/3 PROPOSED SOUTH ELEVATION [oew: st |
A2 oo [PLoTone 650z |9
U ) DESIGN REVIEW: 5/12/2020 é
1 [permr_ |2
H
: % CONSTRUCTION: s
EXISTING SHINGLE ROOF —_— SUBMISSIONS/REVISIONS:
-— ('__) PRELIVINARY
e T T L — - — s 226119
s o PRELIMINARY
. ] ' £ 111519
| I o S e ass 17 REVISED
8 UnEow FRATE z 1021720
B O | oesonrevewser
o ExI5TING Ty S 51212020
= DESIGNREVIEW SET
| | —_ o UPDATED 6/8/2020
= ISH FLOOR
5% o
BsTING SDNG L
5
o A2

3/16" = 10"

(4 PROPOSED EAST ELEVATION
A2




SINGLE FLY RO ROOF MEMBRANE

E ExISTING | ADDITION } FINIFUM ROOF INSULATION. SLOPE TO DRAIN

ROOF DRAIN TO DRYUELL

V412 SLOFE TO DRAN V412 SLOPE TO DRAN
e d R HONO-TRUSS

l\ TOP OF PLATE
o
12-0"
\ oISt
GLULAM BEAT

H
i
H

Email

www BlincoeArchitecture.com
Blincoe Architecture

EXISTING E

GLULAM BEAM

ADDITION

Al
&
NEW OPENING:

coLuMN BEYOND

FINISH FLOOR $
o -0

/2 SIDENALK SECTION
G/ sere

%;
i:l
;
| /1T BUILDING SECTION O
A3 ) w0 =
FrorERr LN g - -] - . 8 . ;
w ¢
85 4 F 2 186 12 12 18.5' AR <58 |
MONO-TRUSS o % g s
N Oes |
TOP OF PLATE o £ B _ELU §
3 - 0" |_ o H
isotrom;r—:w == o NoTE: Pro) < §
2 - O REPAIR AND FIX EXISTING ﬁ ﬁ i [ g (O |r E i Es E
ASPHALT — y H
ﬁ =% F0 -
; =
GlirLAM BEAr 3
Q fL fL) 2 ]
; £ E @; ém E.Il.l @; E £ < I H
i u oE <% e BE = @) —
s 3¢ g B B oz $sa
oo /\/ao 2-0 & 0o = 8 m & ) £
'
3 l_ JoB #: 003.19 %
: N
y (LB e | 5
. ; - HAILEY RIVER STREET PROFILE = Z (oo’
{bﬁ 2 [SUBMISSIONS/REVISIONS:
PARKING AREA w 5 PRELIMINARY
= = 6/19
2
a [
o2 e
77777777777 > o DESIG;;1§/E2\3IZE)WSET
O DESIGN REVIEW SET
(5 g A\ GpoATED 632020
L
Ll =
(@]
(-2

A3




CARBONATE STREET PERSPECTIVE

‘ EXISTING STORE FRONT

RIVER STREET PERSPECTIVE

www.BlincoeArchitecture.com

Blincoe Architecture

5
=
o
-
o ;8
@
<5
[a]
O g2
= 82
— =%
< ©
L
I
|_
[fo#: 00319 |
PLOT DATE: 6/5/2020

PERMIT:

CONSTRUCTION:

‘SUBMISSIONS/REVISIONS:

PRELIMINARY
6/19

PRELIMINARY
1/15119

REVISED
1121120

DESIGN REVIEW SET
511212020

ADESIGN REVIEW SET
UPDATED 6/8/2020

[REAR OF THE BUILDING-EXISTING |

DESIGN REVIEW SET - UPDATED 6/8/20

NOT FOR CONSTRUCTION

A4

inwhole or in part, for any ofher project without wiiten authorizal

and s ot fo be used,

he prop

OWNERSHIP OF DOCUMENTS: This Drawing and




TRIMS/FASCIA/ SIDING

BELLY BAND BONDERIZED
PARK BRONZE CORRUGATED

[\
ROOFING
AUTUMN BLEND
ASPHALT SHINGLE
WINDOW FRAME
BLACK
FIBERGLASS CIm——

PERMIT:
'CONSTRUCTION:

www.BlincoeArchitecture.com

Blincoe Architecture

3
H
H
g
H
£
3
13
3
H
]
H
H
8
13

he prop

12 W CARBONATE ST
HAILEY,ID 83333

THE ATTIC ADDITION

OWNERSHIP OF DOCUMENTS: This Drawing and

‘SUBMISSIONS/REVISIONS:
PRELIMINARY
6/19

PRELIMINARY
1/15119

REVISED
1121120

DESIGN REVIEW SET
511212020

SIDING
ANTIQUE RUSTIC
WESTERN WAVI

ADESIGN REVIEW SET
UPDATED 6/8/2020

DESIGN REVIEW SET - UPDATED 6/8/20

NOT FOR CONSTRUCTION

A5




Return to Agenda
































































































AKJ

DESIGNER:
\\Mac\Dropbox\~Momentum M2 Ci

MW

PROJ. MGR:.

— Feb 28, 2020-8:20am

Plans\SW BLOCK 2 PH1 — C100 SP.dwg

BLOCK 2\CAD\Impr

| Team Folder\tron\mZcivi

| i
INSTALL 5' WIDE TRAIL \\L
|

~
MAILBOX BANK —
~

~
.
INSTALL ASPHALT PAVEMENT, FOR PARKING,

#MPORTANT STANDARDS NOTE®

CONTRACTOR IS RESPONSIBLE FOR ALL CONSTRUCTION.
ALL WORK IS TO COMPLY WITH HAILEY CITY STANDARDS
PER 2018 CITY OF HAILEY STANDARD DRAWINGS™ AND
HAILEY CITY "DESIGN SPECIFICATIONS". WHERE A
STANDARD NOT SUPPLIED BY HAILEY CITY, ISPWC
STANDARDS ARE TO BE APPLIED.

N >

4
N4

S&

SAW CUT 48 LF AND PROPERLY DISPOSE_OF
EXISTING ASPHALT. INSTALL ASPHALT PATCH Y
PER HAILEY CITY SECTION DETAL 18.14.010.A1

A/
AW CUT 48 LF AND PROPERLY DISPOSE OF
EXISTING ASPHALT. INSTALL ASPHALT PATCH /
KfER HAILEY CITY SECTION DETAIL 18.14.010.A.1 /

x/
INSTALL 5" WIDE EXTERIOR su}Ew;xL;/ 24
PER APWA PLAN NO. 231. (TVP.) // /7

v
S INSTAL 4' WIDE INTERIOF ’?OEW;}/
PR APWA PLAN NO. 51, ATP)
N ~ 7
N

PER DETAL ON SHEET C-B00 (TYP.)
N

~
N

INSTALL 4° WHITE STRIPING (TYP.)

N

~

~

N
N

INSTALL 4' WATERWAY PER

APWA PLAN NO. 211 (TYP.)

N
\ \\ N
NN
NN
NN
NN
NN
AN
O\
O\
NN
N \\\\ . INSTALL DETECTABLE WARNING SURFACE
. ~ R APWA PLAN NO. 238 (TYP.)

CONNECT TO EXISTNG TRAIL.
MATCH EXISTING GRADE.

0 5 10
SITE LOCATION:

WEST SIDE OF SHENANDOAH DRIVE AND
MAPLE LEAF DRIVE
HAILEY, IDAHO

PARCEL NUMBER:
RPH04910020000

LEGAL DESCRIPTION:
SWEETWATER PUD TOWNHOUSES

FUTURE SUB LOTS

ZONING DISTRICT:
LB — LIMITED BUSINESS

LOT BLOCK 2 AREA:
6.50 ACRES (283,188 S.F.)

MIN. FRONT SETBACK:
REQUIRED: 8'-0"
PROVIDED: SEE PLAN

MIN. REAR SETBACK:
EQUIREL "

PROVIDED:

SEE PLAN

MIN. SIDE SETBACKS:
REQUIRED: 5'~0"
PROVIDED: SEE PLAN

MAX. BUILDING HEIGHT:
ALLOWED: 37'~0" FROM FINISH GRADE.
PROVIDED: 37'~0" MAX. FROM

FINISH GRADE. SEE ARCHITECTURAL
ELEVATIONS

MULTI-FAMILY DENSITY:
WED: 2

UNITS/SUB-LOTS PER ACRE
PROVIDED: 17.84
UNITS/SUB-LOTS PER ACRE
INDIVIDUAL UNIT GROSS AREA:
OWNHOME A:
BASEMENT FLOOR: 320 S.F.
FIRST FLOOR: 709 SF.

SECOND FLOOR: 803 S.F.
TOTAL: 1,632 S.F.

TOTAL: 2,084 SF.
0:

CONDO:
EACH UNIT: 1,380 S.F.
LIVE/WORK UNITS:
BASEMENT FLOOR: 715 S.F.
FIRST FLOOR: 1,083 S.F.
SECOND FLOOR: 568 S.F.
TOTAL: 2,366 SF.

ON-SITE_PARKING:

ED:
MIN. 1.5 SPACES PER UNIT
PROVIDED: ~ GARAGE STREET TOTAL
1 2

ONDO 1
TOWNHOME 2 [ 7
OFF—SITE (PUBLIC STREET) PARKING:
PROVIDED: 28

TOTAL ON—SITE PARKING
REQUIREL SPACES

4 SPACES

: 162 SPACES

OFF STREET: 84 SPACES

ON STREET: 28 SPACES

SNOW_REMOVAL AREA REQD:
E 90,247 SF X 25% = 22,562 SF

SNOW STORAGE PROVIDED:
26,059 SF

unautharized changes fo or uses of thess plans. Al changes to the plons
must be I writhg and must be gppraved by the preparer of these plons.

e engineer preparing these pians Wil not be responsile o, ar lable for,

g
g
g
3

SWEETWATER BLOCK 2 PHASE 1

SITE PLAN

PREPARED FOR: SWEETWATER COMMUNITIES

104

ECOPIENT cRoUR
5. JORDAN GATEWAY,

SUITE 200, SOUTH JORDAN,
UTAH 84095

801-316-3216 TEL

SFEET NUVEER

C-100

SCALE
HORIZONTAL: 1°=50'
VERTICAL:  1°=N/A

T NUEEE
-017

FOR CONSTRUCTION
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	20200615 DR FF Fire Safety House.pdf
	Notice:
	Application:
	Procedural History:
	17.06.60 Criteria.

	Copy of FY 20 DIF.pdf
	4.30.20

	20200604 Attic Addition DR SR final.pdf
	Notice:
	Application:
	Procedural History:
	17.06.60 Criteria.
	Motion Language Approval:
	Denial:
	Continuation:

	2020-06-15 SR Sweetwater - Block 2 Phase 2final.pdf
	Complete Application 
	Engineering: No comments at this time.  
	Life/Safety: No comments at this time. 
	Building: No comments at this time.
	Applicability: The configuration and development of proposed subdivisions shall be subject to and meet the provisions and standards found in this Title, the Zoning Title and any other applicable Ordinance or policy of the City of Hailey and shall be in accordance with general provisions of the Comprehensive Plan.
	Width: Street width is to be measured from property line to property line. The minimum street width, unless specifically approved otherwise by the Council, shall be as specified in City Standards for the type of street.
	1. Streets, whether public or private, shall provide an interconnected system and shall be adequate to accommodate anticipated vehicular and pedestrian traffic.
	2. Non-vehicular circulation routes shall provide safe pedestrian and bicycle ways and provide an interconnected system to streets, parks and green space, public lands, or other destinations.
	3. Water main lines and sewer main lines shall be designed in the most effective layout feasible.
	4. Other utilities including power, telephone, cable, and gas shall be designed in the most effective layout feasible.
	5. Park land shall be most appropriately located on the Contiguous Parcels.
	6. Grading and drainage shall be appropriate to the Contiguous Parcels.
	7. Development shall avoid easements and hazardous or sensitive natural resource areas.


